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1-2nd Model Category

Code Description
CC Compact Cube Camera

CD Corner Camera

CU Camera Unit

FD Fixed Dome Camera

FE Fisheye Camera

IB Bullet Camera

IP Box Camera

IT Turret Dome Camera

IZ Zoom Lens Camera

MA Multiple Adjustable Views 
Camera

MD Mobile Dome Camera

MS Multiple Sensor Camera

SC Smart Counter

SD Speed Dome Camera

TB Thermal Bullet Camera

VC Video Core

VS Video Server

4th IP Camera Type

NO. Description
1 Indoor IP Camera

3 Outdoor IP Camera

5 Mobile Certified

3rd A/V Type

NO. Description
8 H.264 / MJPEG

9 H.265 / H.264 / MJPEG

4th VC Series - Amount of Channel

NO. Description
1 - 9 1 - 9 Channel

5th IP Camera - Resolution

NO. Description
1 ≥ 10MP CMOS Sensor

2 ≥ 20MP CMOS Sensor

3 ≥ 30MP CMOS Sensor

4 ≥ 40MP CMOS Sensor

5 ≥ 50MP CMOS Sensor

6 ≥ 2.0MP CMOS Sensor

7 ≥ 3.0MP CMOS Sensor

8 ≥ 5.0MP CMOS Sensor

9 ≥ 8.0MP CMOS Sensor

6th Running Number

NO. Description
- 1 - 99

7th Extension / Feature

NO. Description
D DC Power Input
E Extended Temperature ≤ -40°C

H High Dynamic Range (Wide 
Dynamic Range)

L Lite
LPC License Plate Capture

LPR Embedded License Plate 
Recognition Software

M Manual Focal
N 940nm IR LED
P P-iris (Box Cameras)

T Remote Focus i-CS (Box 
Cameras)

V Outdoor Vandal Proof

8th Digit Extension

NO. Description
v 1 - 99

A A-Z

O OSSA

FD 9 1 6 7 - HT - v2
1-2nd 3rd 4th 5th 6th 7th 8th

SVC DefinitionNetwork Camera Model

Naming Rule
Network Camera

COMPETITIVE

Definition

Cost effective professional surveillance, 
good image quality

SUPREME

Definition

Top of the line, cutting edge technology, 
superior image quality

VERSATILE 

Definition

Advanced and feature rich for most 
applications, great image quality

BACK TO CONTENTS
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Model FD9391-EHTV-v2 IB9391-EHTV-v2 IP9191-HT-v2

4K Cameras Outdoor Dome Bullet Box

Camera Features

Sensor Type 1/2" Progressive CMOS 1/2" Progressive CMOS 1/1.8" Progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 4.4 ~ 10.2 mm / F1.38 ~ F2.24 Motorized/ 4.4 ~ 10.2 mm / F1.38 ~ F2.24 Remote Back Focus 
i-CS/ 3.9 ~ 10 mm/ F1.5

Field of View 110° ~ 43° (H) 
57° ~ 24° (V)

105° ~ 43° (H) 
57° ~ 24° (V)

119° ~ 46°  (H) 
63° ~ 26°  (V)

Day/ Night ● ● ●

IR Illuminators 50 m, IR LED*4 
Smart IR III

50 m, IR LED*4 
Smart IR III -

Min. Illumination
0.02 lux @ F1.38 (Color) 

<0.005 lux @ F1.38 (B/W) 
0 lux with IR illumination on

0.02 lux @ F1.38 (Color) 
<0.005 lux @ F1.38 (B/W) 

0 lux with IR illumination on

0.01 lux @ F1.5 (Color) 
0.005 lux @ F1.5 (B/W)

Max. Resolution/ Frame Rate 30 fps @ 3840x2160 30 fps @ 3840x2160 30 fps @ 3840x2160

WDR Technology* WDR Pro WDR Pro WDR Pro 

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/2 3/3 2/2

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud - - -

Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA, Vision OA

General

Power Input/ Consumption AC 24V / DC 12V /PoE 
Max. 25 W

AC 24V/ DC 12V/ PoE 
Max. 25 W

AC 24V/ DC 12V/ PoE 
Max. 15 W

Housing IP66, IP67, IK10, NEMA 4X IP66, IP67, IK10, NEMA 4X -

Dimensions ø 174 x 123 mm ø 146 x 288 mm 155 x 70 x 61 mm (w/o lens) 
210 x 70 x 66 mm (w/ lens)

Operating Temperature -50°C ~ 60°C (-58°F ~ 140°F) -50°C ~ 60°C (-58°F ~ 140°F) -10°C ~ 60°C (14°F ~ 140°F)

NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice.

NEWNEW

BACK TO CONTENTS
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Model FD9365-EHTV-v2 IB9365-EHTV-v2 IP9165-HT-v2

2MP Cameras Outdoor Dome Bullet Box

Camera Features

Sensor Type 1/2" progressive CMOS 1/2" progressive CMOS 1/2" Progressive CMOS 

Lens Type/ Focal Length/ F-number Motorized/ 4 ~ 9 mm (2.8 ~ 11.4 mm, equivalent focal length @ 
1/2.8")/ F1.3 ~ F2.2

Motorized/ 4 ~ 9 mm (3.5 ~ 11.4 mm, equivalent focal length @ 
1/2.8")/ F1.3 ~ F2.2

Remote Back Focus 
i-CS/ 3.9 ~ 10 mm/ F1.5 ~ F2.7

Field of View 120° ~ 46° (H) 
60° ~ 26° (V)

100° ~ 46° (H)
52° ~ 26° (V)

110° ~ 43° (H) 
59° ~ 24° (V)

Day/ Night ● ● ●

IR Illuminators 50 m, IR LED*4 
Smart IR III

50 m, IR LED*4 
Smart IR III -

Min. Illumination
0.01 lux @ F1.3 (Color)

<0.005 lux @ F1.3 (B/W) 
0 Lux with IR illumination on

0.01 lux @ F1.3 (Color)
<0.005 lux @ F1.3 (B/W) 

0 Lux with IR illumination on

0.01 lux @ F1.5 (Color)
<0.005 lux @ F1.5 (B/W)

Max. Resolution/ Frame Rate 60 fps @ 1920x1080 60 fps @ 1920x1080 60 fps @ 1920x1080

WDR Technology* WDR Pro II WDR Pro II WDR Pro II

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/2 3/3 2/2

ONVIF  Profile G/S/T  Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud - - ●

Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA

General

Power Input/ Consumption AC 24V (Optional)/ DC 12V/ PoE 
Max. 25 W

AC 24V (Optional)/ DC 12V/ PoE 
Max. 25 W

AC 24V/ DC 12V/ PoE 
Max. 9 W (DC 12V) 

Max. 18 W (AC 24V) 
Max. 9.06 W (PoE)

Housing IP66, IP67, IK10, NEMA 4X IP66, IP67, IK10, NEMA 4X -

Dimensions ø 174 x 123 mm ø 146 x 288 mm 155 x 70 x 61 mm (w/o lens) 
210 x 70 x 66 mm (w/ lens)

Operating Temperature -50°C ~ 60°C (-58°F ~ 140°F) -50°C ~ 60°C (-58°F ~ 140°F) -10°C ~ 60°C (14°F ~ 140°F)

NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice.

NEWNEW

BACK TO CONTENTS
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Model FE9391-EHV-v2 FE9191-H-v2 FE9192-H FE9382-EHV-v2

360° Fisheye Cameras 12 Megapixel 6 Megapixel

Camera Features

Sensor Type 1/2.3" Progressive CMOS in 4056x3040 1/2.3" Progressive CMOS in 4056x3040 1/2.3" Progressive CMOS in 4056x3040 1/1.8" Progressive CMOS in 3840x2160

Lens Type/ Focal Length/ F-number Fixed/ 1.22 mm/ F2.0 Fixed/ 1.22 mm/ F2.0 Fixed / 1.22 mm / F2.0 Fixed/ 1.245 mm/ F1.6

Field of View 180° (H) 
180° (V)

180° (H) 
180° (V) 

180° (H) 
180° (V)

180° (H) 
180° (V)

Day/ Night ● ● ● ●

IR Illuminators 20 m, IR LED*4 - - 20 m, IR LED*4

Min. Illumination
0.1 lux @ F2.0 (Color) 

<0.005 lux @ F2.0 (B/W) 
0 lux with IR illumination on

0.1 lux @ F2.0 (Color) 
<0.005 lux @ F2.0 (B/W)

0.1 lux @ F2.0 (Color) 
<0.005 lux @ F2.0 (B/W)

0.065 lux @ F1.6 (Color) 
<0.001 lux @ F1.6 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 2944x2944 30 fps @ 2944x2944 30 fps @ 2944x2944 30 fps @ 2048x2048

WDR Technology* WDR Pro WDR Pro WDR Pro WDR Pro

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio Two-way Audio (Full duplex) 
(optional p/n)

Two-way Audio (Full duplex) 
(cable accessory)  One-way Audio Two-way Audio (Full duplex) 

(optional p/n)

Digital Input/ Output 1/1 (optional p/n) 1/1 (cable accessory) - 1/1 (optional p/n)

ONVIF  Profile G/S/T  Profile G/S/T  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud ● ● ● -

Security Secure Boot, Signed Firmware, 
Trend Micro IoT Security

Secure Boot, Signed Firmware, 
Trend Micro IoT Security

Secure Boot, Signed Firmware, 
Trend Micro IoT Security

Secure Boot, Signed Firmware, 
Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA, Vision OA

General

Power Input/ Consumption PoE / Max. 22.5 W PoE / Max. 22.5 W PoE / Max. 9 W PoE/ Max. 9.8 W

Housing IP66, IK10, NEMA 4X IK10 - IP66, IK10, NEMA 4X

Dimensions ø 150 x 68 mm ø 150 x 68 mm ø 82 x 122 mm ø 150 x 68 mm

Operating Temperature -40°C ~ 55°C (-40°F ~ 131°F) -10°C ~ 50°C (14°F ~ 122°F) -10°C ~ 50°C (14°F ~ 122°F) -40°C ~ 55°C (-40°F ~ 131°F)

NDAA Compliance Product ● ● ● ●

* All specifications are subject to change without notice.

NEW

BACK TO CONTENTS
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The MA9322-EHTVL has 4 independent sensors, allowing users the 
ability to target 4 regions from a single IP address, 4 cameras in 1.

1

3

24

Traffic

Corners

Interiors

Parking

Model MA9322-EHTVL

20 Megapixel Cameras Multi-Directional

Camera Features

Sensor Type 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 3.7 ~ 7.7 mm/ F1.9 ~ F2.9

Field of View 88.6° ~ 40.1° (H)
61.2° ~ 28.6° (V)

Day/ Night ●

IR Illuminators 30 m

Min. Illumination
0.035 lux @ F1.9 (Color) 
0.005 lux @ F1.9 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 12 fps @ 2688x1920

WDR Technology* WDR Pro

On-board Storage microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex)

Digital Input/ Output 1/1

ONVIF -

Solution Integration

VIVOCloud -

Security -

VCA -

General

Power Input/ Consumption AC 24V/ PoE
Max. 25 W/ 25 W 

Housing IP66, IK10, NEMA 4X

Dimensions ø 267 x 114 mm 
ø 275 x 118 mm (w/ bracket)

Operating Temperature -40°C ~ 60°C (-40°F ~ 140°F)

NDAA Compliance Product ●

* All specifications are subject to change without notice.
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Model FD9387-HTV-A/EHTV-A FD9187-HT-A IB9387-HT-A/EHT-A

5MP Cameras Outdoor Dome Indoor Dome Bullet

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8 Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8 Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8

Field of View 100° ~ 30° (H) 
72° ~ 23° (V)

100° ~ 30° (H) 
72° ~ 23° (V)

100° ~ 30° (H) 
72° ~ 23° (V)

Day/ Night ● ● ●

IR Illuminators 50 m, IR LED*4 50 m, IR LED*4 50 m, IR LED*6

Min. Illumination
0.075 lux @ F1.4 (Color) 
<0.01 lux @ F1.4 (B/W) 

0 lux with IR illumination on

0.075 lux @ F1.4 (Color) 
<0.01 lux @ F1.4 (B/W) 

0 lux with IR illumination on

0.075 lux @ F1.4 (Color) 
<0.01 lux @ F1.4 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 2560X1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro WDR Pro 

On-board Storage microSD / SDHC / SDXC card slot microSD / SDHC / SDXC card slot microSD / SDHC / SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/2 2/2 2/2

ONVIF  Profile G/S  Profile G/S  Profile G/S

Solution Integration

VIVOCloud - - -

Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA (optional) Smart Motion Detection, Smart VCA (optional) Smart Motion Detection, Smart VCA (optional)

General

Power Input/ Consumption
AC 24V (optional) /DC 12V /PoE 

FD9387-HTV-A: Max. 12 W 
FD9387-EHTV-A: Max. 22 W

AC 24V (optional) /DC 12V /PoE 
Max. 12 W

AC 24V/ DC 12V/ PoE 
IB9387-HT-A: Max. 12.95 W 
IB9387-EHT-A: Max. 25 W

Housing IP66, IP67, IK10 - IP66, IP67, IK10 (Metal housing)

Dimensions ø 155 x 104 mm ø 139 x 104 mm 118 x 118 x 294 mm

Operating Temperature -30°C ~ 60°C (-22°F ~ 140°F) (-HTV-A) 
-50°C ~ 60°C (-58°F ~ 140°F) (-EHTV-A) -10°C ~ 45°C (14°F ~ 113°F) -30°C ~ 60°C (-22°F ~ 140°F) (-HT-A) 

-50°C ~ 60°C (-58°F ~ 140°F) (-EHT-A)

NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model FD9389-EHV-v2 FD9389-EHTV-v2 FD9189-H-v2 FD9189-HT-v2 IB9389-EH-v2 IB9389-EHT-v2 IT9389-H-v2

5MP Cameras Outdoor Dome Indoor Dome Bullet Turretet

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 2.8 mm / F2.0 Motorized/ 2.8 ~ 10mm/ 
F1.8 ~ F2.74 Fixed/ 2.8 mm / F2.0 Motorized/ 2.8 ~ 10mm/ 

F1.8 ~ F2.74 Fixed/ 3.6 mm/ F2.0 Motorized/ 2.8 ~ 10mm/ 
F1.8 ~ F2.74 Fixed/ 2.8 mm/ F2.0

Field of View 103° (H) 
76° (V)

95° ~ 41° (H) 
69° ~ 31° (V)

103° (H) 
76° (V)

95° ~ 41° (H) 
69° ~ 31° (V)

76° (H) 
56° (V)

95° ~ 41° (H) 
69° ~ 31° (V)

103° (H)
76° (V)

Day/ Night ● ● ● ● ● ● ●

IR Illuminators 30 m, IR LED*4 30 m, IR LED*4 30 m, IR LED*4 30 m, IR LED*4 30 m, IR LED*4 30 m, IR LED*4 30 m, IR LED*2

Min. Illumination
0.06 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

0.06 lux @ F1.8 (Color) 
0.01 lux @ F1.8 (B/W) 

0 lux with IR illumination on

0.06 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

0.06 lux @ F1.8 (Color) 
0.01 lux @ F1.8 (B/W) 

0 lux with IR illumination on

0.06 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

0.06 lux @ F1.8 (Color) 
0.01 lux @ F1.8 (B/W) 

0 lux with IR illumination on

0.06 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro WDR Pro WDR Pro WDR Pro WDR Pro WDR Pro 

On-board Storage microSD/SDHC/SDXC 
card slot

microSD/SDHC/SDXC 
card slot

microSD/SDHC/SDXC 
card slot

microSD/SDHC/SDXC 
card slot

microSD/SDHC/SDXC 
card slot

microSD/SDHC/SDXC 
card slot

microSD/SDHC/SDXC 
card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio One-way Audio One-way Audio One-way Audio One-way Audio - - One-way Audio

Digital Input/ Output - - - - - - -

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud ● ● ● ● ● ● ●

Security
Secure Boot, Signed 

Firmware, Trend Micro IoT 
Security

Secure Boot, Signed 
Firmware, Trend Micro IoT 

Security

Secure Boot, Signed 
Firmware, Trend Micro IoT 

Security

Secure Boot, Signed 
Firmware, Trend Micro IoT 

Security

Secure Boot, Signed 
Firmware, Trend Micro IoT 

Security

Secure Boot, Signed 
Firmware, Trend Micro IoT 

Security

Secure Boot, Signed 
Firmware, Trend Micro IoT 

Security

VCA Smart Motion Detection, 
Smart VCA (optional)

Smart Motion Detection, 
Smart VCA (optional)

Smart Motion Detection, 
Smart VCA (optional)

Smart Motion Detection, 
Smart VCA (optional)

Smart Motion Detection, 
Smart VCA (optional)

Smart Motion Detection, 
Smart VCA (optional)

Smart Motion Detection, 
Smart VCA (optional)

General

Power Input/ Consumption PoE/ Max. 8.55 W PoE/ Max. 12.3 W PoE/ Max. 6.3 W PoE/ Max. 9.7 W PoE/ Max. 11 W PoE/ Max. 12.95 W PoE/ Max. 7.4 W

Housing IP66, IK10 IP66, IK10 - - IP66, IK10 (housing) IP66, IK10 (housing) IP66, IK08

Dimensions ø 129 x 94 mm ø 129 x 94 mm ø 130 X 95 mm ø 130 X 95 mm ø 86 x 300 mm ø 88 x 308 mm ø 108 x 79 mm

Operating Temperature w-40°C ~ 60°C 
(-40°F ~ 140°F)

-40°C ~ 60°C 
(-40°F ~ 140°F)

-10°C ~ 50°C 
(14°F ~ 122°F)

-10°C ~ 50°C 
(14°F ~ 122°F)

-40°C ~ 60°C 
(-40°F ~ 140°F)

-40°C ~ 60°C 
(-40°F ~ 140°F)

-20°C ~ 50°C 
(-4°F ~ 122°F)

NDAA Compliance Product ● ● ● ● ● ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model FD9367-EHTV-v2 FD9167-HT-v2 IB9367-EHT-v2

2MP Cameras Outdoor Dome Indoor Dome Bullet

Camera Features

Sensor Type 1/2.8" progressive CMOS 1/2.8" progressive CMOS 1/2.8" progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8 Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8 Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8

Field of View 110° ~ 33° (H) 
55° ~ 18° (V)

110° ~ 33° (H) 
55° ~ 18° (V)

105° ~ 33° (H) 
55° ~ 18° (V)

Day/ Night ● ● ●

IR Illuminators 50 m, IR LED*4 50 m, IR LED*4 50 m, IR LED*4

Min. Illumination
0.035 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 Lux with IR illumination on

0.035 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 Lux with IR illumination on

0.035 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 Lux with IR illumination on

Max. Resolution/ Frame Rate 60 fps @ 1920x1080 60 fps @ 1920x1080 60 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro WDR Pro

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 1/1 1/1 1/1

ONVIF  Profile G/S/T  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud - - -

Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA (optional) Smart Motion Detection, Smart VCA (optional) Smart Motion Detection, Smart VCA (optional)

General

Power Input/ Consumption AC 24V (Optional)/ DC 12V/ PoE 
Max. 9 W 

AC 24V (Optional)/ DC 12V/ PoE 
Max. 9 W 

AC 24V (Optional)/ DC 12V/ PoE 
Max. 10.77 W 

Housing IP66, IP67, IK10, NEMA 4X - IP66, IP67, IK10, NEMA 4X

Dimensions ø 174 x 123 mm ø 174 x 123 mm ø 146 x 288 mm

Operating Temperature -40°C ~ 60°C (-40°F ~ 140°F) -10°C ~ 50°C (14°F ~ 122°F) -40°C ~ 60°C (-40°F ~ 140°F)

NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model IP9181-HT-v2 IP9181-H IP9171-HP

Box Cameras 5 Megapixel 3 Megapixel

Camera Features

Sensor Type 1/2.8" Progressive CMOS 1/1.8" Progressive CMOS 1/2.8" Progressive CMOS

Lens Type/ Focal Length/ F-number Remote Back Focus/ 2.8 ~ 8.5 mm/ F1.2 Remote Back Focus/ 4.1 ~ 9 mm/ 
F1.6 ~ F2.4

Remote Back Focus/ 2.8 ~ 8 mm/ 
F1.2 ~ F1.95

Field of View 107° ~ 36°  (H) 
77° ~ 27°  (V)

90° ~ 46°  (H) 
68° ~ 35°  (V)

114° ~ 51°  (H) 
84° ~ 39°  (V)

Day/ Night ● ● ●

IR Illuminators - - -

Min. Illumination 0.01 lux @ F1.2 (Color) 
0.005 lux @ F1.2 (B/W)

0.07 lux @ F1.6 (Color) 
0.001 lux @ F1.6 (B/W)

0.01 lux @ F1.2 (Color) 
0.001 lux @ F1.2 (B/W)

Max. Resolution/ Frame Rate 30 fps @ 2560x1920 
30 fps @ 2880x1632

30 fps @ 2560x1920 
60 fps @ 1920x1080 30 fps @ 2048x1536

WDR Technology* WDR Pro WDR Pro WDR Pro 

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/2 3/1 3/1

ONVIF  Profile G/S/T  Profile G/S  Profile G/S

Solution Integration

VIVOCloud - ● ●

Security Secure Boot, Signed Firmware, Trend Micro IoT Security - -

VCA Smart Motion Detection, Smart VCA (optional) - -

General

Power Input/ Consumption AC 24V/ DC 12V/ PoE 
 Max. 15 W

AC 24V/ DC 12V/ PoE 
 Max. 9.7 W

AC 24V/ DC 12V/ PoE 
 Max. 8.6 W

Housing - - -

Dimensions 155 x 70 x 61 mm (w/o lens) 
210 x 70 x 66 mm (w/ lens) 210 x 70 x 63 mm 210 x 70 x 63 mm

Operating Temperature -10°C ~ 60°C (14°F ~ 140°F) -10°C ~ 50°C (14°F ~ 122°F) -10°C ~ 50°C (14°F ~ 122°F)

NDAA Compliance Product ● - -

* All specifications are subject to change without notice.

NEW

BACK TO CONTENTS
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Model SD9384-EHL SD9368-EHL SD9161-H-v2

Speed Domes 5 MP Outdoor 2 MP Outdoor 2 MP Indoor

Camera Features

Sensor Type 1/2.8" Progressive CMOS 1/2.8" Progressive CMOS 1/2.8" Progressive CMOS

Lens Type/ Focal Length/ F-number 30x Optical Zoom 
Auto Focus/ 4.94 ~ 148.24 mm/ F1.3~4.6

40x Optical Zoom 
 Auto Focus/ 4.25 ~ 170 mm/ F1.6 ~ F4.95

10x Optical Zoom 
Auto Focus/ 5.1 ~ 51 mm/ F1.6 ~ F1.8

Field of View 54° ~ 2° (H) 
42° ~ 1.5° (V)

65.7° ~ 1.88° (H) 
39.39° ~ 1.09° (V)

57° ~ 6.2° (H) 
34° ~ 3.5° (V)

Day/ Night ● ● ●

IR Illuminators 200m, IR LED*8 250 m, IR LED*8 -

Min. Illumination
0.03 lux @ F1.3 (Color) 

<0.005 lux @ F1.3 (B/W) 
0 lux with IR illumination on

0.04 lux @ F1.6 (Color) 
<0.005 lux @ F1.6 (B/W) 

0 lux with IR illumination on

0.14 lux @ F1.6 (Color) 
0.005 lux @ F1.6 (B/W)

Max. Resolution/ Frame Rate  30 fps @ 2560x1920 60 fps @ 1920x1080 60 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro WDR Pro

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/1 2/1 2/1

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud  - -  -

Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security

VCA Smart Tracking Advanced, Vision OA Smart Tracking Advanced, Vision OA Smart Tracking Advanced, Vision OA

General

Power Input/ Consumption AC 24V/ DC 48V/ IEEE 802.3 bt PoE 
Max. 51 W

AC 24V/ DC 48V/ IEEE 802.3 bt PoE 
Max. 51 W

AC 24V/ DC 24V/ IEEE 802.3at PoE 
 Max. 17 W

Housing IP66, IK10, NEMA 4X IP66, IK10, NEMA 4X -

Dimensions ø 256 x 336 mm ø 256 x 336 mm ø 172 x 157 mm

Operating Temperature -40°C ~ 60°C (-40°F ~ 140°F) -40°C ~ 60°C (-40°F ~ 140°F) -10°C ~ 55°C (14°F ~ 131°F)

NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice.

NEW

BACK TO CONTENTS
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Model MS9390-HV-v2 VC9101

8 Megapixel / 180° Panoramic 5 Megapixel / Split Type Camera

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 2.8 mm/ F1.2 Pinhole CU9171-H(F): Fixed/ 3.7mm/ F2.5 
Fisheye CU9183-H(F): Fixed/ 1.22mm/ F2.0

Field of View 180° (H) 
50° (V)

CU9171-H(F): 93° (H), 48° (V) 
CU9183-H(F): 180° (H), 180° (V)

Day/ Night ● -

IR Illuminators 20 m -

Min. Illumination
0.05 lux @ F1.2 (Color) 
0.01 lux @ F1.2 (B/W) 

0 lux with IR illumination on

CU9171-H(F): 0.045 lux @ F2.5 (Color) 
CU9183-H(F): 0.035 lux @ F2.0 (Color)

Max. Resolution/ Frame Rate 30 fps @ 4864x1632 CU9171-H(F): 30 fps @ 2688x1520 
CU9183-H(F): 30 fps @ 1920x1920

WDR Technology* WDR Pro WDR Pro

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio  One-way Audio Two-way Audio (Full duplex)

Digital Input/ Output - 1/1

ONVIF  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud - -

Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Securit

VCA Smart Motion Detection, Smart VCA (optional) Smart Motion Detection, Face Detection

General

Power Input/ Consumption PoE/ Max. 20 W DC 12V/ PoE Max. 8.5 W

Housing IP66, IK10 -

Dimensions 165 x 112 x 97 mm (w/o sunshield) 
165 x 119 x 100 mm (w/ sunshield) 105 x 84 x 30 mm

Operating Temperature -40°C ~ 55°C (-40°F ~ 131°F) -10°C ~ 50°C (14°F ~ 122°F)

NDAA Compliance Product ● ●

* All specifications are subject to change without notice.

NEW

BACK TO CONTENTS
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Model FD9388-HTV FD9368-HTV IB9388-HT IB9368-HT IT9388-HT

5MP 88 / 2MP 68 Series Outdoor Dome Bullet Turret

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.9" Progressive CMOS 1/2.7" Progressive CMOS 1/2.9" Progressive CMOS 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 2.8 ~ 12 mm/ F1.4 ~ F2.8 Motorized/ 2.8 ~ 12 mm/ F1.4 ~ F2.8 Motorized/ 2.8 ~ 12 mm/ F1.4 ~ F2.8 Motorized/ 2.8 ~ 12 mm/ F1.4 ~ F2.8 Motorized/ 2.8 ~ 12 mm/ F1.4 ~ F2.8

Field of View 88° ~ 30° (H) 
65° ~ 23° (V)

93° ~ 32° (H) 
50° ~ 18° (V)

88°~ 30° (H)  
65° ~ 23° (V)

93° ~ 32° (H) 
50° ~ 18° (V)

88° ~ 30° (H) 
65° ~ 23° (V)

Day/ Night ● ● ● ● ●

IR Illuminators 30 m, IR LED*2 30 m, IR LED*2 30 m, IR LED*2 30 m, IR LED*2 30 m, IR LED*2

Min. Illumination
0.035 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 lux with IR illumination on

0.055 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 lux with IR illumination on

0.035 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 lux with IR illumination on

0.055 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 lux with IR illumination on

0.035 lux @ F1.4 (Color) 
<0.005 lux @ F1.4 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 20 fps @ 2560x1920 30 fps @ 1920x1080 20 fps @ 2560x1920 30 fps @ 1920x1080 20 fps @ 2560x1920

WDR Technology* WDR Pro WDR Pro WDR Pro WDR Pro WDR Pro

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio One-way Audio One-way Audio - - One-way Audio

Digital Input/ Output - - - - -

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud ● ● ● ● ●

Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security

VCA - - - - -

General

Power Input/ Consumption PoE/ Max. 12.95 W PoE/ Max. 12.95 W PoE/ Max. 12.95 W PoE/ Max. 12.95 W PoE/ Max. 9.8 W 

Housing IP66, IK10 IP66, IK10 IP66, IK10 (housing) IP66, IK10 (housing) IP66, IK10 (Housing)

Dimensions ø 133 x 104 mm ø 133 x 104 mm 85 x 85 x 214.5 mm 85 x 85 x 214.5 mm ø 120 x 91 mm

Operating Temperature -30°C ~ 60°C (-22°F ~ 140°F) -30°C ~ 60°C (-22°F ~ 140°F)  -30°C ~ 60°C (-22°F ~ 140°F)  -30°C ~ 60°C (-22°F ~ 140°F) -30°C ~ 60°C (-22°F ~ 140°F)

NDAA Compliance Product ● ● ● ● ●

Standard Cameras

* All specifications are subject to change without notice.
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Model FD9380-H IB9380-H IT9380-H IT9360-H

5MP 80/2MP 60 Series Outdoor Dome Bullet Turret

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.9" Progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 2.8 mm or 3.6 mm / F2.0 Fixed/ 3.6 mm/ F2.0 Fixed/ 2.8 mm or 3.6mm /F2.0 Fixed/ 2.8 mm or 3.6 mm/ F2.0

Field of View 103° (H), 76° (V) [FD9380-H (2.8mm)] 
76° (H), 59° (V) [FD9380-H (3.6mm)]

76° (H) 
59° (V)

103° (H), 76° (V) [IT9380-H (2.8mm)] 
76° (H), 59° (V) [IT9380-H (3.6mm)]

109° (H), 59° (V) [IT9360-H (2.8mm)] 
81° (H), 44° (V) [IT9360-H (3.6mm)]

Day/Night ● ● ● ●

IR Illuminators 30 m, IR LED*2 30 m, IR LED*2 30 m, IR LED*2 30 m, IR LED*2

Min. Illumination
0.03 lux @ F2.0 (Color) 

<0.005 lux @ F2.0 (B/W) 
0 lux with IR illumination on

0.03 lux @ F2.0 (Color) 
<0.005 lux @ F2.0 (B/W) 

0 lux with IR illumination on

0.03 lux @ F2.0 (Color) 
<0.005 lux @ F2.0 (B/W) 

0 lux with IR illumination on

0.065 lux @ F2.0 (Color) 
<0.005 lux @ F2.0 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 20 fps @ 2560x1920 20 fps @ 2560x1920 20 fps @ 2560x1920 30 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro WDR Pro WDR Pro

On-board Storage microSD / SDHC / SDXC card slot microSD / SDHC / SDXC card slot microSD / SDHC / SDXC card slot microSD / SDHC / SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio - - One-way Audio One-way Audio

Digital Input/ Output - - - -

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud ● ● ● ●

Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security

VCA - - - -

General

Power Input/ Consumption PoE/ Max. 6.49 W PoE/ Max. 6.49 W PoE/ Max. 6 W PoE/ Max. 6 W

Housing IP66, IK10 (housing) IP66, IK10 (housing) IP66, IK10 (housing) IP66, IK10 (housing)

Dimensions ø 117 x 90 mm ø 91 x 177 mm ø 105 x 83 mm ø 105 x 83 mm

Operating Temperature -30°C ~ 60°C (-22°F ~ 140°F) -30°C ~ 60°C (-22°F ~ 140°F) -20°C ~ 60°C (-4°F ~ 140°F) -20°C ~ 60°C (-4°F ~ 140°F)

NDAA Compliance Product ● ● ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model FD9366-HV FD9166-HN

2MP Mini Dome 66 Series Outdoor Dome Indoor Dome

Camera Features

Sensor Type 1/2.9" Progressive CMOS 1/2.9" Progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 2.8 mm/ F1.8 
Fixed/ 3.6mm/ F2.0

Fixed/ 2.8 mm/ F1.8 
Fixed/ 3.6mm/ F2.0

Field of View 108° (H), 60° (V) [FD9366-HV (2.8mm)]
89° (H), 47° (V) [FD9366-HV (3.6mm)]

109° (H), 59° (V) [FD9166-HN (2.8mm)]
89° (H), 47° (V) [FD9166-HN (3.6mm)]

Day/ Night ● ●

IR Illuminators 20 m, IR LED*2 10 m, IR LED*4

Min. Illumination

FD9366-HV (2.8mm): 
0.13 lux @ F1.8 (Color)/ 0.01 lux @ F1.8 (B/W)0 lux with IR illumination on 

FD9366-HV (3.6mm): 
0.15 lux @ F2.0 (Color)/ 0.01 lux @ F2.0 (B/W) 0 lux with IR illumination on

FD9166-HN (2.8mm): 
0.07 lux @ F1.8 (Color)/ 0.01 lux @ F1.8 (B/W)0 lux with IR illumination on 

FD9166-HN (3.6mm): 
0.16 lux @ F2.0 (Color)/ 0.01 lux @ F2.0 (B/W)0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 1920x1080 30 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio One-way Audio One-way Audio

Digital Input/ Output 1/1 1/0

ONVIF Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud ● ●

Security Trend Micro IoT Security Trend Micro IoT Security

VCA - -

General

Power Input/ Consumption PoE/ Max. 5.5 W PoE/ Max. 5.5 W

Housing IP66, IP67, IK10, NEMA 4X -

Dimensions 98 x 54 x 111 mm ø 90 x 50 mm

Operating Temperature -25°C ~ 60°C (-13°F~ 140°F) -10°C ~ 55°C(14°F~ 131°F)

NDAA Compliance Product ● ●

* All specifications are subject to change without notice.

Standard Cameras
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Model FD9369 IB9369 FD9182-H

2MP Smart Motion 69 Series Outdoor Dome Bullet Recessed - 5 Megapixel

Camera Features

Sensor Type 1/3.1" Progressive CMOS 1/3.1" Progressive CMOS 1/2.7" progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 2.8 mm / F2.0 Fixed/ 2.8 mm/ F2.0 
Fixed/ 3.6 mm/ F2.2 Fixed/ 2.8 mm/ F2.0

Field of View 116° (H) 
65° (V)

118° (H), 65° (V)[IB9369 (2.8 mm)] 
90° (H), 49° (V) [IB9369 (3.6 mm)]

103° (H) 
76° (V)

Day/ Night ● ● ●

IR Illuminators 30 m, IR LED*1 30 m, IR LED*1 -

Min. Illumination
0.08 lux @ F2.0 (Color)

<0.005 lux @ F2.0 (B/W)
0 lux with IR illumination on

IB9369 (2.8 mm): 
0.08 lux @ F2.0 (Color)<0.005 lux @ F2.0 (B/W)0 lux with IR 

illumination on 
IB9369 (3.6 mm): 

0.1 lux @ F2.2 (Color)<0.005 lux @ F2.2 (B/W)0 lux with IR 
illumination on

0.03 lux @ F2.0 (Color) 
<0.005 lux @ F2.0 (B/W)

Max. Resolution/ Frame Rate 30 fps @ 1920x1080 30 fps @ 1920x1080 20 fps @ 2560x1920

WDR Technology* WDR Enhanced WDR Enhanced WDR Pro 

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio - - One-way Audio

Digital Input/ Output - - -

ONVIF  Profile G/S/T  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud - - ●

Security - - Trend Micro IoT Security

VCA - - -

General

Power Input/ Consumption PoE:  Max. 6.5 W 
DC 12V:  Max. 5.1 W

PoE:  Max. 6.5 W 
DC 12V:  Max. 5.1 W PoE/ Max. 3.6 W

Housing IP66, IK10 (housing) IP66, IK10 (housing) -

Dimensions ø 110 x 85 mm ø 91 x 182 mm ø 82 x 122 mm

Operating Temperature  -30°C ~ 55°C (-22°F ~ 131°F)  -30°C ~ 55°C (-22°F ~ 131°F) -10°C ~ 50°C (14°F ~ 140°F)

NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model FE9380-HV FE9180-H-v2

360° Panoramic Cameras 360° Fisheye Cameras - 5 Megapixel

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 1.16 mm/ F2.25 Fixed/ 1.16 mm/ F2.25

Field of View 180° (H) 
180° (V) 

180° (H) 
180° (V) 

Day/ Night ● ●

IR Illuminators 10 m, IR LED*4 -

Min. Illumination
0.05 lux @ F2.25 (Color) 

<0.005 lux @ F2.25 (B/W) 
0 lux with IR illumination on

0.05 lux @ F2.25 (Color) 
<0.005 lux @ F2.25 (B/W)

Max. Resolution/ Frame Rate 30 fps @ 1920x1920 30 fps @ 1920x1920

WDR Technology* WDR Pro WDR Pro

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio One-way Audio One-way Audio

Digital Input/ Output - -

ONVIF  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud ● -

Security Trend Micro IoT Security Trend Micro IoT Security

VCA - -

General

Power Input/ Consumption PoE/ Max. 12 W PoE/ Max. 3.8 W

Housing IP66, IK10 -

Dimensions ø 150 x 68 mm ø 94 x 39 mm

Operating Temperature -30°C ~ 60°C (-22°F ~ 140°F) -10°C ~ 50°C (14°F ~ 122°F)

NDAA Compliance Product ● ●

Panoramic Cameras

* All specifications are subject to change without notice.

NEW
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Model CC9380-HV CC9381-HV CC9160-H CC9160-H(HS)

180° Panoramic Cameras 5 Megapixel 2 Megapixel

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.8" Progressive CMOS 1/2.8" Progressive CMOS

Lens Type/ Focal Length/ F-number Fixed/ 1.45 mm/ F2.2 Fixed / 1.45 mm/ F2.2 Fixed/ 1.66 mm/ F1.95 Fixed/ 1.66 mm/ F1.95

Field of View 180° (H) 
120° (V)

180° (H) 
120° (V)

180° (H) 
100° (V)

180° (H) 
100° (V)

Day/ Night ● ● - -

IR Illuminators - 15 m - -

Min. Illumination 0.11 lux @ F2.2 (Color) 
0.01 lux @ F2.2 (B/W)

0.11 lux @ F2.2 (Color) 
0.01 lux @ F2.2 (B/W) 

0 lux with IR illumination on
0.03 lux @ F1.95 (Color) 0.03 lux @ F1.95 (Color)

Max. Resolution/ Frame Rate 20 fps @ 2560x1920 (WDR on) 
30 fps @ 2560x1920 (WDR off)

20 fps @ 2560x1920 (WDR on) 
30 fps @ 2560x1920 (WDR off) 30 fps @ 1920x1920 30 fps @ 1920x1920

WDR Technology* WDR Pro WDR Pro WDR Pro WDR Pro

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio  One-way Audio  One-way Audio  One-way Audio -

Digital Input/ Output - - - -

ONVIF  Profile G/S/T  Profile G/S/T  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud ● ● ● ●

Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security

VCA - - - -

General

Power Input/ Consumption PoE/ Max. 5 W PoE/ Max. 9.1 W PoE/ Max. 5 W PoE/ Max. 5 W

Housing IP66, IK10 IP66, IK10 - -

Dimensions 115 x 65 x 59 mm 160 x 72 x 60 mm (Dome to rear panel) 
39 mm (Flat to rear panel) 147 x 61 x 41 mm (with bracket) 866 x 49 x 28 mm

Operating Temperature -30°C ~ 50°C (-22°F ~ 122°F) -30°C ~ 50°C (-22°F ~ 122°F) -10°C ~ 45°C (14°F ~ 113°F) -10°C ~ 45°C (14°F ~ 113°F)

NDAA Compliance Product ● ● ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model MD9582-H MD9584-H MD9560-H MD9560-DH FE9391-EV-v2-M12 FE9582-EHNV

Transportation Cameras 5 Megapixel 2 Megapixel 12 Megapixel 5 Megapixel

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS 1/2.9" Progressive CMOS 1/2.9" Progressive CMOS 1/2.3" Progressive CMOS in 4056x3040 1/1.8" Progressive CMOS in 3096x2094

Lens Type/ Focal Length/ F-number Fixed/ 2.8 mm / F1.8 
Fixed/ 3.6 mm / F2.0

Fixed/ 3.6 mm/ F2.0 
Fixed/ 6 mm/ F2.0

Fixed/ 2.8 mm / F1.8 
Fixed/ 3.6 mm / F2.0 Fixed/ 2.8 mm/ F1.8 Fixed/ 1.18 mm/ F2.18 Fixed/ 1.47 mm/ F2.2

Field of View 102° (H), 76° (V) [MD9582-H (2.8 mm)] 
83° (H), 61° (V) [MD9582-H (3.6 mm)]

83° (H), 61° (V) [MD9584-H (3.6 mm)] 
50° (H), 37° (V) [MD9584-H (6 mm)]

108° (H), 60° (V) [MD9560-H (2.8 mm)] 
89° (H), 47° (V) [MD9560-H (3.6 mm)]

108° (H) 
60° (V)

180° (H) 
180° (V)

180° (H) 
180° (V)

Day/ Night ● ● ● ● ● ●

IR Illuminators 20 m, IR LED*2 50 m, IR LED*4 20 m, IR LED*2 20 m, IR LED*2 5 m, 940 nm, IR LED*4 10 m, 940 nm, IR LED*6

Min. Illumination

MD9582-H (2.8 mm): 
0.09 lux @ F1.8 (Color) 
0.01 lux @ F1.8 (B/W) 

0 lux with IR illumination on 
MD9582-H (3.6 mm) 
0.1 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

MD9584-H (3.6 mm) 
0.1 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on 
MD9584-H (6 mm) 

0.1 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

MD9560-H (2.8 mm): 
0.13 lux @ F1.8 (Color) 
0.01 lux @ F1.8 (B/W) 

0 lux with IR illumination on 
MD9560-H (3.6 mm): 

0.16 lux @ F2.0 (Color) 
0.01 lux @ F2.0 (B/W) 

0 lux with IR illumination on

0.13 lux @ F1.8 (Color) 
0.01 lux @ F1.8 (B/W) 

0 lux with IR illumination on

0.1 lux @ F2.18 (Color) 
<0.005 lux @ F2.18 (B/W) 

0 lux with IR illumination on

0.18 lux @ F2.2 (Color) 
0.001 lux @ F2.2 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 2560x1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080 30 fps @ 1920x1080 30 fps @ 1920x1080 30 fps @ 2816x2816 30 fps @ 1920x1920

WDR Technology* WDR Pro WDR Pro WDR Pro WDR Pro WDR Pro WDR Pro

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/ SDH / SDXC card slot microSD/ SDHC/ SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio One-way Audio Two-way Audio (Full duplex) One-way Audio One-way Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 1/1 1/1 1/1 1/1 1/1 (optional) 1/1 (optional)

ONVIF Profile G/S/T  Profile G/S/T Profile G/S/T Profile G/S/T  Profile G/S/T  Profile G/S

Solution Integration

VIVOCloud - - ● ● - -

Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security Trend Micro IoT Security -

VCA Smart Motion Detection, Smart VCA 
(optional)

Smart Motion Detection, Smart VCA 
(optional) - - Smart Motion Detection, Smart VCA 

(optional) -

General

Power Input/ Consumption PoE 
Max. 6 W

PoE (M12 connector, for Camera System)
DC 24V (for Heater)

Max. 10.26 W
Heater: 24 W

PoE 
Max. 5.5 W

DC 7.5 ~ 48V 
Max. 5.5 W

DC 12V /PoE (M12 connector) 
 Max. 18 W

DC 12V /PoE (M12 connector) 
 Max. 20 W

Housing IP66, IP67, IK10, NEMA 4X IP6K9K/ IP68, IK10+, NEMA 4X IP66, IP67, IK10, NEMA 4X IP66, IP67, IK10, NEMA 4X IP66, IP67, IK10, NEMA 4X IP66, IK10

Dimensions 98 x 110 x 54 mm 175 x 122 x 59 mm 98 x 110 x 54 mm 98 x 110 x 54 mm ø 160 x 62 mm ø 160 x 51 mm

Operating Temperature -40°C ~ 70°C (-40°F~ 158°F) -40°C ~ 70°C (-40°F ~ 158°F) -25°C ~ 60°C (-13°F~ 140°F) -25°C ~ 60°C (-13°F~ 140°F) -40°C ~ 70°C (-40°F ~ 158°F) -40°C ~ 55°C (-40°F ~ 131°F)

NDAA Compliance Product ● ● ● ● ● -

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model IP9191-LPC-v2 IP9181-LPC-v2 IP9181-LPC-v2 (Kit)

License Plate Capture Cameras 4K 5 Megapixel

Camera Features

Sensor Type 1/1.8" Progressive CMOS 1/2.8" Progressive CMOS 1/2.8" Progressive CMOS 

Lens Type/ Focal Length/ F-number Remote Back Focus 
i-CS/ 9 ~ 50 mm/ F1.5

Remote Back Focus 
i-CS/ 9 ~ 50 mm/ F1.5

Remote Back Focus 
i-CS/ 9 ~ 50 mm/ F1.5

Field of View 46° ~ 9°  (H) 
26° ~ 5°  (V)

31° ~ 6°  (H) 
23° ~ 5°  (V)

31° ~ 6°  (H) 
23° ~ 5°  (V)

Day/ Night ● ● ●

IR Illuminators - - External IR Illuminator 
(CA80I8-2040/AI-109)

Min. Illumination 0.02 lux @ F1.5 (Color) 
0.005 lux @ F1.5 (B/W)

0.02 lux @ F1.5 (Color) 
0.005 lux @ F1.5 (B/W)

0.02 lux @ F1.5 (Color) 
0.005 lux @ F1.5 (B/W)

Max. Resolution/ Frame Rate 30 fps @ 3840x2160 
60 fps @ 1920x1080

30 fps @ 2560x1920 
30 fps @ 2880x1632

30 fps @ 2560x1920 
30 fps @ 2880x1632

WDR Technology* WDR Pro WDR Pro WDR Pro 

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio Two-way Audio (full duplex) Two-way Audio (full duplex) Two-way Audio (full duplex)

Digital Input/ Output 2/2 2/2 2/2

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud - - -

Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA, Vision OA Smart Motion Detection, Smart VCA (optional) Smart Motion Detection, Smart VCA (optional)

General

Power Input/ Consumption

AC 24V/ DC 12V/ PoE 
 Max. 9 W (DC 12V) 
Max. 15 W (AC 24V) 

Max. 11 W (PoE)

AC 24V/ DC 12V/ PoE 
 Max. 9 W (DC 12V) 
Max. 15 W (AC 24V) 

Max. 11 W (PoE)

AC 24V/ DC24V/ Highway Kit (CA80I8-2040): Max. 110 W, 
Suggested Power: AC 24V or DC 24V/ 5A 

Street Kit (AI-109): Max. 78 W 
Suggested Power: AC 24V or DC 24V/ 3.5A

Housing - - IP68, IK10

Dimensions 155 x 70 x 61 mm (w/o lens) 
263 x 78 x 84 mm (w/ lens)

155 x 70 x 61 mm (w/o lens) 
263 x 78 x 84 mm (w/ lens)

Highway Kit: 503 x 170 x 400 mm 
Street Kit: 503 x 170 x 365 mm

Operating Temperature -10°C ~ 60°C (14°F ~ 140°F) -10°C ~ 60°C (14°F ~ 140°F) -20°C ~ 60°C (-4°F ~ 140°F) 
-40°C ~ 60°C (-40°F ~ 140°F), with optional cold start heater

NDAA Compliance Product ● ● ●

Max. Speed - - Highway: 110MPH (180 km/hr) 
Street: 60MPH (90 km/hr)

* All specifications are subject to change without notice.

NEWNEWNEW

BACK TO CONTENTS
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Model IP9172-LPC (Freeway) IP9165-LPC-v2 IP9165-LPC-v2 Kit

License Plate Capture Cameras 3 Megapixel 2 Megapixel

Camera Features

Sensor Type 1/1.8" Global Shutter CMOS 1/2" Progressive CMOS 1/2" Progressive CMOS 

Lens Type/ Focal Length/ F-number Remote Focus  
CS-mount/ 12 ~ 40 mm/ F1.8 ~ F2.3

IP9165-LPC-v2 (9 ~ 50 mm): i-CS/ 9 ~50 mm/ F1.5 ~ F1.6
IP9165-LPC-v2 (12 ~ 40 mm): 

Remote Back Focus/ 12 ~ 40 mm/ F1.8 ~ F2.3

IP9165-LPC-v2 (9 ~ 50 mm): i-CS/ 9 ~50 mm/ F1.5 ~ F1.6
IP9165-LPC-v2 (12 ~ 40 mm):

Remote Back Focus/ 12 ~ 40 mm/ F1.8 ~ F2.3

Field of View 35.8° ~ 12.3°  (H) 
26.3° ~ 9.8°   (V)

IP9165-LPC-v2 (9 ~ 50 mm): 42.8° ~ 8.3° (H), 24.3° ~ 4.7° (V)
IP9165-LPC-v2 (12 ~ 40 mm): 34.2° ~ 11.6° (H), 18.7° ~ 6.6° (V)

IP9165-LPC-v2 (9 ~ 50 mm): 42.8° ~ 8.3° (H), 24.3° ~ 4.7° (V)
IP9165-LPC-v2 (12 ~ 40 mm): 34.2° ~ 11.6° (H), 18.7° ~ 6.6° (V)

Day/ Night ● ● ●

IR Illuminators External IR Illuminator 
(CF24I8-2040) - External IR Illuminator 

(CA80I8-2040/AI-109)

Min. Illumination IR Threshold: 300 lux @ IR On / 600 lux @ IR Off 
RS485 configurable

IP9165-LPC-v2 (9 ~ 50 mm): 0.01 lux @ F1.5 (Color)
IP9165-LPC-v2 (12 ~ 40 mm): 0.08 lux @ F1.8 (Color)

IR Threshold: 300 lux @ IR On / 600 lux @ IR Off 
RS485 configurable

Max. Resolution/ Frame Rate
55 fps @ 2048x1536, AEB off 
60 fps @ 1920x1080, AEB off 
30 fps @ 1920x1080, AEB on

60 fps @ 1920x1080 60 fps @ 1920x1080

WDR Technology* - WDR Pro II WDR Pro II

On-board Storage microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/1 2/2 2/2

ONVIF Profile G/S/T Profile G/S/T Profile G/S/T

Solution Integration

VIVOCloud ● ● ●

Security Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security Secure Boot, Signed Firmware, Trend Micro IoT Security

VCA - Smart Motion Detection, Smart VCA Smart Motion Detection, Smart VCA

General

Power Input/ Consumption

AC 24V/ DC 24V
-20°C ~ 60°C (-4°F ~ 140°F): Max. 60 W

Suggested Power: AC 24V or DC 24V/ 3A
-40°C ~ 60°C (-40°F ~ 140°F): Max. 100 W
Suggested Power: AC 24V or DC 24V/ 5A

AC 24V/ DC 12V/ PoE   
 Max. 9 W (DC 12V) 
Max. 18 W (AC 24V) 
Max. 9.06 W (PoE)

AC 24V / DC24V
Highway Kit (CA80I8-2040): Max. 110 W
Suggested Power: AC 24V or DC 24V/ 5A

Street Kit: Max. 78 W
Suggested Power: AC 24V or DC 24V/ 3.5A

Housing IP68, IK10 - IP68, IK10

Dimensions 503 x 170 x 400 mm 255 x 70 x 64 mm (9 ~ 50 mm)
203 x 70 x 61 mm (12 ~ 40 mm)

Highway Kit: 503 x 170 x 400 mm 
Street Kit: 503 x 170 x 365 mm

Operating Temperature -20°C ~ 60°C (-4°F ~ 140°F) 
-40°C ~ 60°C (-40°F ~ 140°F), with cold start heater -10°C ~ 60°C (14°F ~ 140°F) -20°C ~ 60°C (-4°F ~ 140°F) 

-40°C ~ 60°C (-40°F ~ 140°F), with optional cold start heater

NDAA Compliance Product - ● ●

Max. Speed 155MPH (250 km/hr) - Highway: 110MPH (180 km/hr)
Street: 60MPH (90 km/hr)

* All specifications are subject to change without notice.
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Model IP9165-LPR-v2 Kit (Street) IB9387-LPR-v2

License Plate Recognition Cameras 2 Megapixel 5 Megapixel

Camera Features

Sensor Type 1/2" Progressive CMOS 1/2.8" Progressive CMOS

Lens Type/ Focal Length/ F-number IP9165-LPR-v2 (9 ~ 50 mm): i-CS/ 9 ~ 50 mm/ F1.5 ~ F1.6 
IB9165-LPR-v2 (12 ~ 40 mm): Manual Focus/ 12 ~ 40 mm/ F1.8 ~ F2.3 Motorized/ 2.7 ~ 13.5 mm/ F1.4 ~ F2.8

Field of View IP9165-LPR-v2 (9 ~ 50 mm): 42.8° ~ 8.3° (H), 24.3° ~ 4.7° (V) 
IP9165-LPR-v2 (12 ~ 40 mm): 34.2° ~ 11.6° (H), 18.7° ~ 6.6° (V)

100° ~ 30°  (H) 
72° ~ 23°  (V)

Day/ Night ● ●

IR Illuminators Snap-in IR Illuminator 
(AI-109) 2~6 m, IR LED*4 

Min. Illumination

IR Threshold:  
300 lux @ IR On  
600 lux @ IR Off 

RS485 configurable

0.07.5 lux @ F1.4 (Color) 
<0.01 lux @ F1.4 (B/W)

Max. Resolution/ Frame Rate 60 fps @ 1920x1080 30 fps @ 2560x1920 
60 fps @ 1920x1080

WDR Technology* WDR Pro II WDR Pro 

On-board Storage microSD/SDHC/SDXC card slot microSD/ SDHC/ SDXC card slot 
Build in 16GB micro SD Card for LPR images

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/H.264/MJPEG)

Triple-Codec 
(H.265/ H.264/MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 2/2 2/2

ONVIF  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud - -

Security Trend Micro IoT Security Trend Micro IoT Security

VCA - Traffic VCA LPR+

General

Power Input/ Consumption AC 24V/ DC24V/  
Max. 110 W

AC 24V/ DC 12V/ PoE 
Max. W TBD

Housing IP68, IK10 IP66, IP67, IK10 (Metal housing)

Dimensions 503 x 170 x 365 mm ø 118 x 118 x 294 mm

Operating Temperature -20°C ~ 60°C (-4°F ~ 140°F) 
-40°C ~ 60°C (-40°F ~ 140°F), with optional cold start heater -30°C ~ 60°C (-22°F ~ 140°F)

NDAA Compliance Product ● ●

Max. Speed Up to 60MPH (90 km/hr) Stop & Go

*Available only in certain countries/regions, please contact VIVOTEK. Extra conditions may apply
* i-CS: Intelligent CS-mount lenses can be used for add-on value functions, ex. remote zoom focus control, distortion correction, shading correction, etc.

NEW

BACK TO CONTENTS
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Secure
It starts from the ground up with an OS that has community collaboration on 
updates, penetration tests, and application scans for malicious software as well as 
legal screenings of developer companies.

Model FD9392-EHTV-O

INSIGHT AI-Cameras

Camera Features

Sensor Type 1/1.8" Progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 3.9 ~ 10 mm / F1.5 ~ F2.7

Field of View 119° ~ 45° (H)
63° ~ 25° (V)

Day/ Night ●

IR Illuminators 50 m, IR LED*5

Min. Illumination
0.28 lux @ F1.5 (Color) 
0.005 lux @ F1.5 (B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 3840x2160

WDR Technology* WDR Pro

On-board Storage microSD/SDHC/SDXC card slot

Video/ Audio/ Network

Video Compression Dual-Codec 
(H.265/H.264)

Audio -

Digital Input/ Output 1/1

ONVIF Supports Device Discovery

Solution Integration

VIVOCloud -

Security Secure boot

VCA Supported by Azena APPs

General

Power Input/ consumption AC 24V/ DC 12V/ PoE 
Max. 25 W

Housing IP66, IP67, IK10, NEMA 4X

Dimensions ø 155 x 138 mm

Operating Temperature -50°C ~ 60°C (-58°F ~ 140°F)

NDAA Compliance Product -

* All specifications are subject to change without notice.

Application Solution

App Store

How it Works
Available free trial of all apps.  Quickly and simply install the apps you need on any 
INSIGHT product, even running multiple apps in parallel.

One place to find just the app you need and install within minutes.  Apps to help 
retailers improve store layout.  Apps to improve traffic flow.  Apps to streamline 
airport crowd flow and many more.

Common Operating System

INSIGHT products all run Azena's Android based OS, providing apps that have been 
tailored by domain experts.
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Model IE9111-O IE9111-O (M12)

INSIGHT AI-Boxes

Short Highlight Driven by OSSA, Azena OS, Edge AI, VCA Driven by OSSA, Azena OS, Edge AI, VCA, M12 Connector, EN50155 

Decoding H.264/H.265: 60 fps @ 3840 x 2160 (4K) H.264/H.265: 60 fps @ 3840 x 2160 (4K)

Channel 1-CH Video Source / 4-CH RTSP Streaming 1-CH Video Source / 4-CH RTSP Streaming

AI Engine Qualcomm® Neural Processing SDK, ONNX, Android NN, Caffe, 2.1 TOPS @ 1w, Caffe2, Tensorflow Qualcomm® Neural Processing SDK, ONNX, Android NN, Caffe, 2.1 TOPS @ 1w, Caffe2, Tensorflow

VCA Supported by Azena APPs Supported by Azena APPs

Embedded App INSIGHT Event Adapter INSIGHT Event Adapter

Interface RJ-45 M12 (D-code 4 pin)

Networking 10/100/1000 Mbps Ethernet 10/100 Mbps Ethernet

Power Input IEEE 802.3af Class3 PoE IEEE 802.3af Class3 PoE

Power Consumption Max. 12 W Max. 12 W

Digital Input /Output 2 / 2 2 / 2

Dimensions 123 x 74 x 30 mm 123 x 74 x 30 mm

Weight 230g 230g

Operating Temperature -25°C ~ 55 °C (-13°F ~ 131°F) -25°C ~ 55 °C (-13°F ~ 131°F)

NDAA Compliance Product ● ●

* All specifications are subject to change without notice.

Applications

Parking Management
by DeepSolutions

Face Mask Detection
by SenseTime International 

(Taiwan)

Retail (Counting / Heatmap)
by Link Retail

PPE Inspection
by Noctuai

Gun Detection
 by Noema

BACK TO CONTENTS
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Model TB9330-E TB9331-E

Thermal Bullet Cameras

Camera Features

Sensor Type Uncooled Vox Infrared Detector Uncooled Vox Infrared Detector

Lens Type/ Focal Length/ F-number Fixed Thermal Lens/ 8.8 mm,19 mm 
35 mm, 50 mm/ F1.0

Fixed Thermal Lens/ 8.8 mm,19 mm 
35 mm, 50 mm/ F1.0

Field of View

38.3° (H), 26.1° (V) [TB9330-E (8.8mm)] 
18.3° (H), 12.3° (V) [TB9330-E (19mm)] 

10° (H), 6.7° (V) [TB9330-E (35mm)] 
7° (H), 4.7° (V) [TB9330-E (50mm)]

69.6° (H), 49.7° (V) [TB9331-E (8.8mm)] 
35.7° (H), 24.2° (V) [TB9331-E (19mm)] 
19.8° (H), 13.3° (V) [TB9331-E (35mm)] 

14° (H), 9.3° (V) [TB9331-E (50mm)]

Day/ Night - -

IR Illuminators - -

Min. Illumination - -

Max. Resolution/ Frame Rate 30 fps @ 384x256 30 fps @ 720x480

WDR Technology* - -

On-board Storage MicroSD/ SDHC/ SDXC card slot MicroSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 1/1 1/1

ONVIF  Profile G/S   Profile G/S

Solution Integration

VIVOCloud ● ●

Security Trend Micro IoT Security Trend Micro IoT Security

VCA - -

General

Power Input/ Consumption AC 24V/ DC 12V/ PoE 
Max. 12.5 W

AC 24V/ DC 12V/ PoE 
Max. 14 W 

Housing IP66, IP67, IK10, NEMA 4X IP66, IP67, IK10, NEMA 4X

Dimensions

w/ junction box: 
121 x 121 x 472 mm (8.8mm) 
121 x 121 x 453 mm (19mm) 

121 x 121 x 456 mm (35/50mm)

w/ junction box: 
121 x 121 x 472 mm (8.8mm) 
121 x 121 x 453 mm (19mm) 

121 x 121 x 456 mm (35/50mm)

Operating Temperature  -50°C ~ 60°C (-58°F ~ 140°F)  -30°C ~ 60°C (-22°F ~ 140°F)

NDAA Compliance Product - -

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model CD9381-HNTV CD9381-HNVF2

Corner Dome Cameras 5 Megapixel

Camera Features

Sensor Type 1/2.7" Progressive CMOS 1/2.7" Progressive CMOS

Lens Type/ Focal Length/ F-number Motorized/ 2.8 ~ 8 mm/ F1.8 ~ F2.78 Fixed/ 2.4 mm/ F2.1

Field of View 95° ~ 41° (H) 
69° ~ 31° (V)

124° (H) 
92° (V)

Day/ Night ● ●

IR Illuminators 10 m, IR LED*2 10 m, IR LED*2

Min. Illumination
0.085 lux @ F2.1(Color) 

<0.005 lux, @ F2.1(B/W) 
0 lux with IR illumination on

0.07 lux @ F2.1(Color) 
<0.005 lux, @ F2.1(B/W) 

0 lux with IR illumination on

Max. Resolution/ Frame Rate 30 fps @ 2560X1920 
60 fps @ 1920x1080

30 fps @ 2560x1920 
60 fps @ 1920x1080

WDR Technology* WDR Pro WDR Pro 

On-board Storage microSD/ SDHC/ SDXC card slot microSD/ SDHC/ SDXC card slot

Video/ Audio/ Network

Video Compression Triple-Codec 
(H.265/ H.264/ MJPEG)

Triple-Codec 
(H.265/ H.264/ MJPEG)

Audio Two-way Audio (Full duplex) Two-way Audio (Full duplex)

Digital Input/ Output 1/1 (Optional) 1/1 (Optional)

ONVIF  Profile G/S/T  Profile G/S/T

Solution Integration

VIVOCloud - -

Security Secure Boot, Signed Firmware, 
Trend Micro IoT Security

Secure Boot, Signed Firmware, 
Trend Micro IoT Security

VCA Smart Motion Detection, Smart VCA Smart Motion Detection, Smart VCA

General

Power Input/ Consumption AC 24V (Optional) /DC 12V (Optional) /PoE Max. 18 W AC 24V (Optional) /DC 12V (Optional) /PoE Max. 18 W

Housing IP67, IP6K9K, IK10+ IP67, IP6K9K, IK10+

Dimensions 226 x 221 x 112 mm 226 x 221 x 112 mm

Operating Temperature -10°C ~ 55°C (14°F ~ 122°F) -10°C ~ 55°C (14°F ~ 122°F)

NDAA Compliance Product ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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Maintain Crowd Occupancy  with 
VIVOTEK Crowd Control Solution 

Model SC9133-RTL SC9133 SC8131 SC8132 SC8133

SC Series

Resolution 30 fps @ 1792x1792 30 fps @ 1792x1792 15 fps @ 1280x784 15 fps @ 1280x784 15 fps @ 1280x784

Max. Stream 3 Streams 3 Streams 3 Streams 3 Streams 3 Streams

Mode Day Day Day Day Day/ Night

WDR Technology WDR Pro WDR Pro WDR Enhanced WDR Enhanced WDR Enhanced

Housing IP66, IK10 IP66, IK10 Metal Metal, IK10, IP66 Metal, IK10, IP66

Certifications
EN50155, EN45545-2, EN50121-3-2, 
EN50121-4, EN61373, E-Mark (R10), 

ECE R118

EN50155: TX (-63,-64), OT2 (-61, -81), 
T1/OT1 (-61, -65, FE, SC); EN50121-3-
2, EN61373, EN45545-2*, ECE R118*, 

E-mark (DC models)

EN50155: TX (-63,-64), OT2 (-61, -81), 
T1/OT1 (-61, -65, FE, SC); EN50121-3-
2, EN61373, EN45545-2*, ECE R118*, 

E-mark (DC models)

Operating Temperature -30°C ~ 60°C (-22°F ~ 140°F) -30°C ~ 60°C (-22°F ~ 140°F) -10°C ~ 40°C (14°F ~ 104°F) -25°C ~ 55°C (-13°F ~ 131°F) -25°C ~ 55°C (-13°F ~ 131°F)

Power Input PoE PoE (M12 connector) PoE PoE, DC PoE, DC

Dimensions 140 x 76 x 42 mm 140 x 76 x 42 mm 160 x 70 x 38 mm 160 x 79 x 31 mm 160 x 79 x 31 mm

NDAA Compliance Product ● ● ● ● ●

* For fire and smoke norms compliance details, please contact VIVOTEK. Extra conditions may apply.

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model AU-001 AU-002

Network Audio Solution Network Horn Speaker Network Speaker Driver

Product Information

Average Min. power 20 W 20 W

Frequency Ranges 330 Hz~ 8000 Hz -

Max. SPL 1W / 1M 106 dB -

Microphone 100Hz-16KHz Single point, SPL-44 ± 2db AT 2 KΩ 100Hz-16KHz Single point, SPL-44 ± 2db AT 2 KΩ

Network

SIP support RFC 3261(SIP base standard) RFC 3261(SIP base standard)

Interface WAN: RJ-45x1, 10/100Mbps Fast Ethernet port WAN: RJ-45x1, 10/100Mbps Fast Ethernet port

Audio Codec G.711 a/uLaw, G.726, G.722, G.729, iLBC, L16 G.711 a/uLaw, G.726, G.722, G.729, iLBC, L16

Support Function Auto provision, Audio tone testing, System log Auto provision, Audio tone testing, System log

Security Password protection, IP address filter, user access log, authentication Password protection, IP address filter, user access log, authentication

General

Casing Robust aluminum, IP-66 Plastic

Power PoE+, IEEE 802.3at PoE+, IEEE 802.3at

Dimensions 280 x 200 x 280 mm 110 x 85 x 25 mm

Weight 1.95 kg 115 g

Safety Certifications CE, FCC, LVD EN62368-1 CE, FCC, LVD EN62368-1

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model VS8100-v2

Video Server

Features

Video Source 1 Analog Camera Input

Video Modulation NTSC/ PAL 
Auto Detection

Max. Resolution/ Frame Rate 30 fps @ 720x480 / NTSC
25 fps @ 720x576 / PAL

Video/ Audio/ Network

Video Compression Dual-Codec 
(H.264/ MJPEG)

Audio One-way Audio

Networking 10/100 Mbps Ethernet

Serial Connectors RS485

ONVIF  Profile S

Solution Integration

Security Trend Micro IoT Security

Motion Detection ●

General

Power Input/ Consumption DC 12V/ Max. 3 W

Dimensions 65 x 34 x 25 mm

Operating Temperature 0°C ~ 50 °C (32°F ~ 122°F)

Model RX9502

Video Receiver

Local Display

Channels Up to 32 channels

Video Output HDMI

Display Resolution
3840x2160 
1920x1080 
1280x720

Fisheye Dewarp ●

Video

Video Compression H.265/ H.264/ MJPEG

Max. Decoding Capacity H.265/ H.264:  
3840x2160 @ 90 fps (1CH)

LiveView Decoding (Local) Up to 7680x2560

General

Connectors
Ethernet 10/100/1000 RJ45 *1

USB 2.0 *1 (Front)
USB 3.0 *1 (Back)

Power Input TBD

Power Consumption Max. 11 W

Installation, Management, and Maintenance Shepherd, VAST 2

Weight 530 g

Dimensions 198 x 200 x 47 mm

Operating Temperature -10°C ~ 50 °C (14°F ~ 122°F)

* All specifications are subject to change without notice.

NEW

BACK TO CONTENTS
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Enclosures / Miscellaneous

* All specifications are subject to change without notice.

Accessories

Model AE-238 AE-239 AE-243 AE-244 AE-23A AE-23E-v2

Type Enclosures

Description Versatile series enclosure 
24VAC/VDC input, IP68, IK10

Versatile series enclosure,  PoE 
input, IP68, IK10

Versatile series enclosure, built-in 
fixed 50M IR, 24VAC/VDC input, 

IP68, IK10

Versatile Series Enclosure, built-in 
fixed 50M IR, PoE input, IP68, IK10

Supreme series enclosure, optional 
VAIR illuminator, 24VAC/28VDC 

input, IP68, IK10   

Supreme series enclosure, optional 
VAIR illuminator, PoE input, IP68, 

IK10

Model AI-109 AO-003 AO-006 AO-008 AA-221 AN3000

Type IR Illuminators for AE-23x Enclosures Cables Power Adapters Connector

Description
VAIR illuminator 48W 

 for Supreme series enclosure, adjustable beam 
angle 10°~30°, 150~350M, -40°C~50°C  

Combo cable
(SD9161-H-v2)

Combo cable
(MA9322-EHTVL)

Combo cable 
(SD9384-EHL/SD9368-EHL) DC 12V 1.5A power adapter Outdoor ethernet waterproof 

connector 

Model AJ-001/AJ-002 AC-215 AC-224 AO-20W Micron microSD

Type Joysticks Covers IO Device Storage

Description 8/29-key USB Joystick Smoked cover 
(SD9161-H-v2)

Smoked cover 
(FD9165-HT-A, FD9187-HT-A)

Wiegand Convertor (IB9387-LPR/ 
IB9365-LPR)

Micron microSD Card 
32/64/128/256GB 

512GB/1TB
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* All specifications are subject to change without notice.

CaMate IR Illuminators/ Accessories

Model AM-219 CMA-B01 CMA-B03 CMA-B04

Type CaMate IR Accessories

Description L Bracket for dual or triple CaMate L Bracket U Bracket Wall mount for dual CaMate with pan angle

Model CM32 Series CM48 Series CA80 Series

Type CaMate IR Illuminators 

Description 32W, 12 pcs IR LED, 
850nm, 10˚ or 35˚

48W, 24 pcs IR LED, 850nm, 
10˚~180˚ Adjustable beam angle 

80W, 24 pcs IR LED, 850nm, 
10˚~40˚ Adjustable beam angle via RS485 or remote control 

Model CMA-B05 CMA-B06 CMA-A01 CMA-E01

Type CaMate IR Accessories

Description Wall mount for dual CaMate with pan and tilt angle Wall mount for triple CaMate Laser aligment Remote control

BACK TO CONTENTS



87

Mounting Adaptors Supported Cameras

AM-525 FD9387-(E)HTV-A, 
FD9392-EHTV-O

AM-528
FD9389-EH(T)V-v2, 

FD9368-HTV, 
FD9388-HTV

AM-52E 
(V02)

IT9389-H-v2, IT9360-H, 
IT9380-H, IT9388-HT,  

FD9380-H, FD9369

AM-520 
(V05)

FD9367-EHTV-v2, 
FD9365-EHTV-v2, 
FD9391-EHTV-v2

L-Bracket - 1	  Supported Cameras

AM-21A 
(V02)

FD9367-EHTV-v2, FD9368-HTV, 
FD9380-H, FD9387-(E)HTV-A, 

FD9388-HTV, FD9389-EH(T)V-v2, 
IT9388-HT, FD9392-EHTV-O

L-Bracket - 2 Supported Cameras

AM-21M
(V03)

IT9389-H-v2, 
IT9360-H, 
IT9380-H, 

FD9366-HV, 
FD9369

L-Bracket - 3	  Supported Cameras

AM-21O
FD9367-EHTV-v2,
FD9365-EHTV-v2,
FD9391-EHTV-v2

Conduit Box - 1 Supported Cameras

AM-713
Waterproof 
Conduit Box

FD9387-(E)HTV-A, 
FD9392-EHTV-O

Conduit Box - 2	  Supported Cameras

AM-71B
WAterproof 
Conduit Box

FD9368-HTV, 
FD9380-H, 

FD9388-HTV, 
FD9389-EH(T)V-v2, 

IT9388-HT

Conduit Box - 3 Supported Cameras

AM-71C 
Waterproof 
Junction 
Box

FD9380-H, 
IT9360-H, 
IT9380-H

Conduit Box - 4 Supported Cameras

AM-71D
Outdoor 
Conduit Box

FD9380-H

Conduit Box - 5 Supported Cameras

AM-71E 
(V02)
Outdoor 
Conduit Box

FD9369

Adaptor Plate - 1 Supported Cameras

AM-51C FD9387-(E)HTV-A, 
FD9392-EHTV-O

Adaptor Plate - 2	  Supported Cameras

AM-51D FD9368-HTV, 
FD9388-HTV 

Adaptor Plate - 3	  Supported Cameras

AM-51G FD9380-H, 
IT9388-HT

Adaptor Plate - 4	  Supported Cameras

AM-51H FD9369

Outdoor Fixed Dome Cameras 

Accessories
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Mounting Adaptors		  Supported Cameras

AM-527 (v02) FD9165-HT-A, 
FD9187-HT-A

AM-528 FD9189-H(T)-v2

AM-52B 
(May also require 
AM-522 coupler)

FD9166-HN

AM-520 (v05) FD9167-HT-v2

L-Bracket - 1		   Supported Cameras

AM-21A (V02)
FD9165-HT-A, 
FD9187-HT-A, 

FD9189-H(T)-v2

L-Bracket - 2		   Supported Cameras

AM-21B FD9166-HN

Recessed Kit		   Supported Cameras

AM-105 (V03)
FD9165-HT-A, 
FD9187-HT-A

Adaptor Plate - 1		   Supported Cameras

AM-514 FD9165-HT-A, 
FD9187-HT-A

Adaptor Plate - 2		   Supported Cameras

AM-51D FD9189-H(T)-v2

Adaptor Plate - 3 Supported Cameras

AM-51E FD9166-HN

Conduit Box - 1	  Supported Cameras

AM-712
Conduit Box FD9166-HN

Conduit Box - 2 Supported Cameras

AM-71F
Indoor Conduit Box FD9369 

Indoor Fixed Dome Cameras 

Accessories
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Pole Mount		   Supported Cameras

AM-312
Pole Mount 
Bracket

IB9367-EHT-v2, IB9389-EH(T)-v2,
TB9330-E, TB9331-E,

IB9387-LPR-v2, IB9365-EHTV-v2,
IB9391-EHTV-v2

Corner Mount		   Supported Cameras

AM-412 (V03)
Corner Mount 
Bracket

IB9367-EHT-v2, IB9389-EH(T)-v2,
TB9330-E, TB9331-E,

IB9387-LPR-v2, IB9365-EHTV-v2,
IB9391-EHTV-v2

Adaptor Plate		   Supported Cameras

AM-523 
Adaptor Plate 
for 4" Square 
Electrical Boxes

IB9380-H, 
IB9388-HT,  

IB9389-EH(T)-v2

Junction Box - 1		   Supported Cameras

AM-719 
Outdoor Junction 
Box

IB9387-(E)HT-A, 
IB9387-LPR-v2

Junction Box - 2		   Supported Cameras

AM-71C 
Waterproof 
Junction Box

IB9368-HT, 
IB9380-H,  

IB9388-HT, 
IB9389-EH(T)-v2

Conduit Box - 1		   Supported Cameras

AM-71E (V02)
Outdoor Conduit 
Box

IB9380-H, 
IB9369

Conduit Box - 2		   Supported Cameras

AM-71F 
Indoor Conduit 
Box

IB9380-H, 
IB9369

Bullet Cameras

Accessories
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360° Fisheye Cameras 180° Panoramic Cameras
Mounting Adaptors		  Supported Cameras

AM-525
FE9380-HV, 

FE9382-EHV-v2,
FE9391-EHV-v2,

FE9191-H-v2

AM-52B FE9180-H-v2

AM-52F FE9192-H

Conduit Box		   Supported Cameras

AM-216 
Wall Mount 
Bracket (15°) FE9180-H-v2

Wall Mount		   Supported Cameras

AM-21N
Wall Mount 
Bracket (20°)

MS9390-HV-v2
(AM-21N can be paired with AM-312 or AM-412)

Accessories
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Pendant Mount*

Pole Mount*

Corner Mount*

AM-116/117

AM-221

AM-221

AM-221

AM-114

AM-314 AM-218

AM-218

AM-312

AM-412

AM-719 (Optional)

AM-719 (Optional)

AM-315

AM-414

AM-718 (Optional)

AM-718 (Optional)

AM-718 (Optional)

AM-218 AM-719 (Optional)

2

2

2

or

Wall Mount*

Mounting InstallationOutdoor

* Please select the correct mounting adapter/conduit box for each mounting scenario. BACK TO CONTENTS
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AM-116/117 AM-118

1

Pendant Mount*

Wall Mount*

AM-718 (Optional)AM-221

2

AM-718 (Optional)AM-218

Mounting InstallationIndoor

* Please select the correct mounting adapter/conduit box for each mounting scenario. BACK TO CONTENTS
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AM-71C

(Optional based on 
bullet model)

AM-312

AM-71C AM-71E

AM-412

Pendant Mount Corner Mount 

AM-71C

(Optional based on 
bullet model)

Wall Mount*

Mounting Installation

1

1

2

2

Outdoor

* Please select the correct mounting adapter/conduit box for each mounting scenario. BACK TO CONTENTS
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AM-116/117

AM-221

AM-221

AM-221

AM-218 AM-719 (Optional)

AM-114

AM-314 AM-218

AM-218

AM-312

AM-412

AM-719 (Optional)

AM-719 (Optional)

AM-315

AM-414

AM-718 (Optional)

AM-718 (Optional)

AM-718 (Optional)

Pendant Mount*

or

Pole Mount*

Corner Mount*

Wall Mount*

2

2

2

 Mounting InstallationOutdoor

* Please select the correct mounting adapter/conduit box for each mounting scenario. BACK TO CONTENTS
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Pendant Mount Supported Cameras
AM-114
Pendant Head

AM-116 (20cm)
AM-117 (40cm)
(Optional)

AM-529
Mounting Adaptor

MA9322-EHTVL

Wall Mount - 1 Supported Cameras
AM-21C
Wall Mount Bracket

zz

AM-718
Waterproof Junction Box
(Optional) 

MA9322-EHTVL

Wall Mount - 2 Supported Cameras
AM-221 
Gooseneck Bracket

AM-718 
Waterproof Junction Box 
(Optional)

AM-529 
Mounting Adaptor

MA9322-EHTVL

Pole Mount - 1 Supported Cameras
AM-314 or AM-315 
Pole Mount Bracket

AM-21C 
Wall Mount Bracket 

AM-718 
Waterproof Junction Box 
(Optional)

MA9322-EHTVL

Pole Mount - 2 Supported Cameras
AM-314 or AM-315 
Pole Mount Bracket 
Head

AM-221 Gooseneck 
Bracket

AM-718 
Waterproof Junction 
Box (Optional)

AM-529
Mounting Adaptor

MA9322-EHTVL

Multi-Sensor Cameras
Corner Mount - 1  Supported Cameras
AM-414 
Corner Mount Bracket

AM-21C 
Wall Mount Bracket

AM-718 
Waterproof Junction Box
(Optional)

MA9322-EHTVL

Corner Mount - 2 Supported Cameras
AM-414 
Corner Mount Bracket

AM-221 Gooseneck 
Bracket

AM-718 
Waterproof Junction 
Box (Optional)

AM-529
Mounting Adaptor

MA9322-EHTVL

Parapet Mount Supported Cameras
AM-231 Parapet Mounting Bracket AM-529 

Mounting Adaptor

MA9322-EHTVL

Ceiling Mount Supported Cameras
AM-10F
Recessed Kit

MA9322-EHTVL

Accessories
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AM-529

AM-21C

AM-529

AM-529

AM-116/117

AM-718 
(Optional)

AM-718 
(Optional)

AM-718 
(Optional)

AM-718 
(Optional)

AM-718 
(Optional)

AM-221

AM-221 AM-21C

AM-314

AM-414 AM-414

AM-314AM-21CAM-315 AM-315

AM-529 AM-221 AM-718 
(Optional)

AM-114 AM-10F AM-529 AM-231

Pendant Mount* Ceiling Mount Parapet Mount 

1

1

1

or or

Pole Mount*

Corner Mount*

Wall Mount*

2

2

2

Mounting InstallationOutdoor

* Please select the correct mounting adapter/conduit box for each mounting scenario. BACK TO CONTENTS
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Pole Mount - 1 Supported Cameras
AM-314 or AM-315 
Pole Mount Bracket

AM-220
Wall Mount Bracket 

AM-718 
Waterproof Junction Box 
(Optional)

SD9368-EHL, 
SD9384-EHL,

Pole Mount - 2 Supported Cameras
AM-314 or AM-315 
Pole Mount Bracket 
Head

AM-221 Gooseneck 
Bracket

AM-718 
Waterproof Junction 
Box (Optional)

AM-529
Mounting Adaptor

SD9368-EHL, 
SD9384-EHL,

Corner Mount - 1 Supported Cameras
AM-414 
Corner Mount Bracket

AM-220
Wall Mount Bracket 

AM-718 
Waterproof Junction Box
(Optional)

SD9368-EHL,
SD9384-EHL,

Corner Mount - 2 Supported Cameras
AM-414 
Corner Mount Bracket

AM-221 Gooseneck 
Bracket

AM-718 
Waterproof Junction 
Box (Optional)

AM-529
Mounting Adaptor

SD9368-EHL,
SD9384-EHL,

Parapet Mount Supported Cameras
AM-231 Parapet Mounting Bracket AM-529 

Mounting Adaptor

SD9368-EHL, 
SD9384-EHL,

Ceiling Mount  Supported Cameras
AM-107 
Recessed Kit 

SD9161-H-v2

Pendant Mount Supported Cameras
AM-114
Pendant Head

AM-116 (20cm)
AM-117 (40cm)
(Optional)

AM-529
Mounting Adaptor

SD9368-EHL, 
SD9384-EHL

Pendant Mount-2 Supported Cameras
AM-118
Pendant Head

AM-116 (20cm)
AM-117 (40cm)
(Optional)

AM-52A
Mounting Adaptor

SD9161-H-v2

Wall Mount - 1 Supported Cameras
AM-220
Wall Mount Bracket

AM-718
Waterproof Junction Box
(Optional) 

SD9368-EHL,
SD9384-EHL

Wall Mount - 2 Supported Cameras
AM-221 
Gooseneck Bracket

AM-718 
Waterproof Junction Box 
(Optional)

AM-529 
Mounting Adaptor

SD9368-EHL, 
SD9384-EHL,

Wall Mount - 2 Supported Cameras
AM-21C
Wall Mount Bracket

AM-718
Waterproof Junction Box
(Optional)

SD9161-H-v2

Speed Dome Cameras

Accessories
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Mounting Installation

AM-52A

AM-220

AM-220

AM-220 AM-221 AM-414

AM-314

AM-414 AM-529

AM-315

AM-529 AM-221 AM-21CAM-718 
(Optional)

AM-718 
(Optional)

AM-718 
(Optional)

AM-718 
(Optional)

AM-529

AM-718 
(Optional)

AM-718 
(Optional)

AM-718 
(Optional)

AM-529AM-116/117 AM-231 AM-107AM-114

2

2

3

or

Pole Mount*

Corner Mount*

Wall Mount*

1

1

1

1

2

2

AM-221AM-529 AM-314 AM-315

or
or

Pendant Mount* Ceiling Mount

Outdoor / Indoor  

* Please select the correct mounting adapter/conduit box for each mounting scenario. BACK TO CONTENTS
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Model AL-248 AL-24E AL-251 AL-252 AL-24A

Type Lenses

Description

CS mount, 
12~50mm, 

F1.8, 
P-iris, 
1/1.7" 

(IP9165-HT-v2, IP9165-LPC-v2, 
IP9191-HT, IP9181-H)

CS Mount, 
3.9~10mm, 

F1.5, 
P-iris, 
1/1.8" 

(IP9165-HT-v2, IP9165-LPC-v2, 
IP9191-HT)

CS-Mount, 
3.9~10mm, 

F1.5,
 i-CS, 
1/1.8" 

(IP9165-HT-v2, IP9165-LPC-v2, 
IP9191-HT)

CS-Mount, 
9~50mm, 
F1.5~1.6, 

i-CS, 
1/1.8" 

(IP9165-HT-v2, IP9165-LPC-v2, 
IP9191-HT)

CS mount, 
12~40mm, 

F1.8, 
P-iris, 
1/1.8" 

(IP9165-HT-v2, IP9165-LPC-v2, 
IP9171-HP)

Model AL-24F AL-24G AL-237 AL-243 AL-253

Type Lenses

Description

CS Mount, 
4.4~10mm, 

F1.3, 
P-iris, 
1/1.7" 

(IP9165-HT-v2, IP9165-LPC-v2)

C Mount, 
10~40mm, 

F1.3, 
P-iris, 
1/1.7" 

(IP9165-HT-v2, IP9165-LPC-v2)

CS mount, 
4.1~9mm, 

F1.6, 
DC-iris, 
1/1.8" 

(IP9181-H)

CS mount, 
7~22mm, 

F1.4, 
P-iris, 
1/2.7"

(IP9171-HP)

CS mount, 
2.8~8.5mm, 

F1.2, 
i-CS, 

1/2.7"
(IP9181-HT-v2, IP9181-LPC-v2)

* All specifications are subject to change without notice.

Lenses

BACK TO CONTENTS
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1-2nd Model Category

Code Description

NR Rack Mount Type Network Video Recorder 
(Include Rack Mount Kit)

ND Desktop Type Network Video Recorder 
(Without Rack Mount Kit)

NV Vehicle Type Network Video Recorder

RX Network Receiver

NS Network Station (CMS Station)

3rd A/V Type

NO. Description

8 H.264 / MJPEG

9 H.265 / H.264 / MJPEG
5th NR Series - HDD Group

NO. Description

8 8 HDD for 1 Group

7th Extension/ Feature for ND/ NV/ RX

NO. Description

P PoE

W Wireless Application

7th Extension for NR/ NS Series

NO. Description

(A) New version

5th ND/NV/RX Series - HDDs

NO. Description

0 No HDD

1 1 HDD

2 2 HDDs

3 3 HDDs

4 4 HDDs

5 5 HDDs

6 6 HDDs

7 7 HDDs

8 8 HDDs

9 9 HDDs

4th Amount of Channel

NO. Description

2 2 to the power of 2 = 4 Channels

3 2 to the power of 3 = 8 Channels

4 2 to the power of 4 = 16 Channels

5 2 to the power of 5 = 32 Channels

6 2 to the power of 6 = 64 Channels

7 2 to the power of 7 = 128 Channels

6th Revision for ND/ NV/ RX Series

NO. Description

1~9 Not Specified

6th Revision for NR* Series

NO. Description

1~9 Multiplied by the Number of 
HDD Group

8th Digit Extension

NO. Description

v 1 - 99

*e.g., 5th no.=8; 6th no.=2, Total HDD= 8 x 2= 16

SVC DefinitionNVR Model

COMPETITIVE

Definition

Cost effective professional surveillance, 
Small-Medium Systems

SUPREME

Definition

Top of the line, cutting edge technology, 
Large-Huge Systems

VERSATILE 

Definition

Advanced and feature rich for most 
applications, Medium-Large Systems

Naming Rule
Network Video Recorders ND 9 3 2 2 P - v2

1-2nd 3rd 4th 5th 6th 7th 8th

BACK TO CONTENTS
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Model ND9442P/ ND9542P ND9323P/ ND9425P ND9213P

Network Video Recoders

Local Display

Channels Up to 16/32 channels Up to 8/16 channels Up to 4 channels

Video Output HDMI/VGA HDMI/VGA HDMI/VGA

Display Resolution 3840x2160/ 1920x1080/ 1280x720 3840x2160/ 1920x1080/ 1280x720 3840x2160/ 1920x1080/ 1280x720

Fisheye Dewarp Local: 1O, 1R, 1O3R, 1O8R
Web: 1O, 1R, 1P

Local: 1O, 1R, 1O3R, 1O8R 
Web:  1O, 1R, 1P

Local: 1O, 1R, 1O3R, 1O8R 
Web:  1O, 1R, 1P

Video/ Record

Video Compression H.265/H.264/MJPEG H.265/H.264/MJPEG H.265/H.264/MJPEG

Max. Decoding Capability H.265/H.264: 3840x2160 @ 120 fps H.265/H.264: 3840x2160 @ 30 fps H.265/H.264: 3840x2160 @ 30 fps

Decoding Resolution (Local) Up to 7680x2560 Up to 3840x2160 Up to 3840x2160

Recording Throughput 192 Mbps 64 Mbps 64 Mbps

Storage/ General

Hard Disk 3.5" SATA HDD*4 3.5" SATA HDD*2 3.5" SATA HDD*1

RAID RAID 0, 1, 5 RAID 0, 1 -

PoE 16x 802.3at/af Compliant PoE Ports 
(Total Max. 160 W)

8/16x 802.3at/af Compliant PoE Ports 
(Total Max. 120 W/200 W)

4x 802.3at/af Compliant PoE Ports 
(Total Max. 50 W)

Connectors

Ethernet 10/100/1000 RJ45 *2 
Alarm In *16, Alarm Out *8 

USB 2.0 *2, USB 3.0 *1 
Audio Output *1 

Audio Input *1 (Reserved) 
RS485 (Reserved)

Ethernet 10/100/1000 RJ45 *1 
Alarm In *4, Alarm Out *1 
USBw 2.0 *1, USB 3.0 *1 

Audio Output *1 
Audio Input *1 (Reserved)

Ethernet 10/100 RJ45 *1 
Alarm In *4, Alarm Out *2 

USB 2.0 *1, USB 3.0 *1 
Audio Output *1 

Audio Input *1 (Reserved)

Power Input AC 100 ~ 240V/ 50 ~ 60Hz AC 100 ~ 240V/ 50 ~ 60Hz DC 48V 2A

Power Consumption Max. 300 W Max. 175 W/255 W Max. 96 W

Installation, Management, and Maintenance VAST 2, VSS, Shepherd, VIVOCloud, iViewer (iOS/Android) VAST 2, Shepherd, VIVOCloud, iViewer (iOS/Android) VAST 2, Shepherd, VIVOCloud, iViewer (iOS/Android)

Dimensions 432 x 421 x 66 mm 366 x 320 x 46 mm 264 x 247 x 43 mm

Advanced Features

Smart VCA Event Search ● ● ●
Deep Search ● - -

Cybersecurity Management ● ● ●
Trend Micro IoT Security ● ● ●
NDAA Compliance Product ● ● ●

* All specifications are subject to change without notice.
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Model NR9682-v2/ NR9782-v2 NR9581-v2/ NR9681-v2

Rack Mount NVR 

Display

Channels Up to 64/128 channels Up to 32/64 channels

Video Output HDMI/DP/DVI HDMI/DP

Display Resolution HDMI: 1920x1080/ DVI: 1920x1080 
DP: 4096x2304

HDMI: 4096x2160 
DP: 4096x2304

Fisheye Dewarp 1O, 1P, 1R, 1O3R, 4R, 2P, 4R Pro, 1O8R and Fisheye Auto-Pan 1O, 1P, 1R, 1O3R, 4R, 2P, 4R Pro, 1O8R and Fisheye Auto-Pan

Video/ Record

Video Compression H.265/H.264/MJPEG H.265/H.264/MJPEG

Max. Decoding Capability H.264: 1920x1080 @ 540 fps 
H.265: 1920x1080 @ 270 fps

H.264: 1920x1080 @ 540 fps 
H.265: 1920x1080 @ 270 fps

Decoding Resolution (Local) Up to 8192x8192 Up to 8192x8192

Recording Throughput 512 Mbps 512 Mbps

Storage/ General

Hard Disk 3.5" SATA HDD*16 (Hot Swappable) 3.5" SATA HDD*8 (Hot Swappable)

RAID RAID 0, 1, 5, 6, 10 RAID 0, 1, 5, 6, 10

Connectors

Ethernet 10/100/1000 RJ45 * 2 
USB 2.0 x2, USB 3.0 x8 

Microphone Audio Jack Input x1 
3.5 Line Output Audio Jack x1

Ethernet 10/100/1000 RJ45 * 2 
USB 3.0 Type-A x3, USB 3.0 Type-C x1 

Microphone Audio Jack Input x1 
3.5 Line Input Audio Jack x1 

3.5 Line Output Audio Jack x1

Power Input Redundant Power AC 100 ~ 240V/ 50 ~ 60Hz Redundant Power AC 100 ~ 240V/ 50 ~ 60Hz

Power Consumption Max. 550 W Max. 650 W

Installation, Management, and Maintenance VAST 2, Shepherd, iViewer (iOS/Android) VAST 2, Shepherd, iViewer (iOS/Android)

Dimensions 435 x 540 x 132 mm 437 x 647 x 89 mm

Advanced Features

Cybersecurity Management ● ●
Data Magnet ● ●
Failover ● ●
LPR Solution ● ●
Smart VCA Event ● ●
Deep Search - -

NDAA Compliance Product ● ●

* All specifications are subject to change without notice. BACK TO CONTENTS
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H.265/H.264 supported with enhanced decoding capability 
for high resolution video cameras up to 20MP.

Enhanced Decoding Capability

Default 32CH, expandable up to 64CH with license purchase.

Expandable

Built-in VIVOTEK VAST 2, supports multiple VIVOTEK 
solutions such as Smart VCA, Cybersecurity Management, 
Transportation, and License Plate Recognition.

Embedded VAST 2

Model NS9521

CMS Station (Central Management System)

Display

Channels 32 channels (Up to 64CH by license purchasing)

Video Output HDMI/DP/DVI

Display Resolution HDMI: 4096x2160/ DVI: 1920X1200 
DP: 4096x2304

Fisheye Dewarp 1O, 1P, 1R, 1O3R, 4R, 2P, 4R Pro, 
1O8R and Fisheye Auto-Pan

Video/ Record

Video Compression H.265/H.264/MJPEG

Max. Decoding Capability H.264: 1920x1080 @ 540 fps 
H.265: 1920x1080 @ 270 fps

Decoding Resolution (Local) Up to 8192x8192

Recording Throughput 400 Mbps

Storage/ General

Hard Disk 3.5" SATA HDD*2

RAID -

Connectors

Ethernet 10/100/1000 RJ45 * 2 
USB 2.0 x4 

USB 3.1 (type A) x2, USB 3.1 (type C) x2 
Microphone Audio Jack Input x1 
3.5 Line Output Audio Jack x1 

COM Port x2

Power Input AC 100 ~ 240V/ 50 ~ 60Hz

Power Consumption Max. 250 W

Installation, Management, and Maintenance VAST 2, Shepherd, iViewer (iOS/Android)

Dimensions 96 x 409 x 342 mm

Advanced Features

Cybersecurity Management ●
Data Magnet ●
Failover ●
LPR Solution ●
Smart VCA Event ●
Smart Search II ●
NDAA Compliance Product ●

CMS Station
Compact but Powerful, 
Offering All-in-One Central System Management

Network Video Recorders

* All specifications are subject to change without notice.
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Model AW-GEV-107A-130 AW-GEV-267A-370                  AW-GEV-104B-130 AW-GEV-184B-250 AW-GEV-264B-370

Type VivoCam L2+ Managed PoE Switch VivoCam Web Smart Managed PoE Switch

Description 8xGE PoE + 2xGE Combo + 1xRJ45 
Console   

24xGE PoE + 2xGE Combo + 1xRJ45 
Console    

8xGE PoE + 2xGE SFP/ Per Port Max. 
30W, Power Budget 130W

16xGE PoE + 2xGE SFP/ Per Port Max. 
30W, Power Budget 250W 

24xGE PoE + 2xGE SFP/ Per Port Max. 
30W, Power Budget 370W

Model AW-GEL-065A-060 AW-GEL-105A-115 AW-GEL-205A-230 AW-GEL-285A-380

Type Lite Managed PoE Switch

Description 4xGE PoE + 2xGE UTP / Per Port Max. 30W, 
Power Budget 60W / Extended PoE Mode 250m  

8xGE PoE + 2xGE UTP / Port 1-2 Per Port Max. 90W 
bt, Port 3-8 Per Port Max. 30W, 

Power Budget 115W / Extended PoE Mode 250m

16xGE PoE + 2xGE UTP + 2xGE SFP / Port 1-4 Per 
Port Max. 90W bt, Port 5-16 Per Port Max. 30W, 
Power Budget 230W / Extended PoE Mode 250m

24xGE PoE + 2xGE UTP + 2xGE SFP / Port 1-4 Per 
Port Max. 90W bt, Port 5-24 Per Port Max. 30W, 
Power Budget 380W / Extended PoE Mode 250m

Commercial Series

PoE Network Products

* All specifications are subject to change without notice.
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Model AP-FIC-010A-015                  AP-GIC-010A-030                  AP-GIC-010B-060
AP-GIC-010B-090

Type PoE Injector

Description Indoor 1xFE IEEE 802.3af 15.4W  Indoor 1xGE IEEE 802.3at 30W Indoor 1xGE IEEE 802.3 bt 60W 
Indoor 1xGE IEEE 802.3 bt 90W

Model AW-GTS-287A AW-FET-060C-065 AW-FGT-100D-120 AW-FGT-180D-250 AW-FGT-260D-380

Type 10G L2+ Managed Switch Unmanaged FE PoE Switch Unmanaged GE PoE Switch

Description 20xGE SFP + 4xCombo GE + 4x10G SFP 4xFE PoE + 2xFE UTP Switch / Per Port 
Max. 30W, Power Budget 60W

8xFE PoE + 2xGE Combo Switch / Per 
Port Max. 30W, Power Budget 115W 

16xFE PoE + 2xGE Combo/ Per Port Max. 
30W, Power Budget 250W 

24xFE PoE + 2xGE Combo/ Per Port Max. 
30W, Power Budget 370W 

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model AW-IHT-1271 AW-IHB-0100             AW-IHB-0400 AW-IHB-0800

Type Industrial Vivocam L2+ Managed PoE Switch Industrial Unmanaged PoE Switch

Description Industrial 8xGE PoE +4xGE SFP/ Per Port Max. 30W, 
Power Budget 240W Industrial 1xGE 802.3bt 90W PoE Injector Industrial 2xGE 802.3 bt 90W PoE + 2xGE SFP/ Per 

Port Max. 90W, Power Budget 180W
Industrial 4xGE 802.3bt 90W PoE + 2xGE UTP + 2xGE 

SFP/ Per Port Max. 90W, Power Budget 360W

Model AW-IHT-0100 AW-IHT-0601                   AW-IHT-0602                 AW-IHT-0800

Type Industrial Unmanaged PoE Switch

Description Industrial 1xGE 30W PoE Injector
Industrial 4xGE PoE + 1xGE Combo + 1xGE SFP/  

Per Port Max. 30W, Power Budget: 24V DC ~ 56V  
DC: 120 W, 12V DC: 65 W

Industrial EN50155 4xFE M12 PoE + 2xFE M12/ Per 
Port Max. 30W, Power Budget 120W

Industrial 4xGE PoE + 2xGE UTP + 2xGE SFP/ Per Port 
Max. 30W, Power Budget 120W

Model AW-IHT-1000 AW-IHS-0202

Type Industrial Unmanaged PoE Switch Industrial Media Converter

Description Industrial 8xGE PoE + 2xGE SFP/ Per Port Max. 30W, 
Power Budget 240W Industrial 1xFE + 1xFE SFP Media Converter

Industrial Series

PoE Network Products

* All specifications are subject to change without notice.
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Model AP-GXC-0100 AP-GXC-0200 AP-GXC-0150 AP-GXC-0250

Type PoE Extender

Description Indoor 1-Port GE PoE Extender
15W/30W/60W/90W

Indoor 2-Port GE PoE Extender
15W/30W/60W/90W

Outdoor 1-Port GE PoE Extender
30W/60W/90W/95W, IP67, IK10

Outdoor 2-Port GE PoE Extender
30W/60W/90W/95W, IP67, IK10

Model AW-GET-083A-120 AP-PSP-050                

Type Outdoor Unmanaged PoE Switch Outdoor PoE Surge Protector

Description 4xGE PoE + 2xGE UTP + 2xGE SFP Outdoor PoE Surge Protector 
16KV/IP67/IK10

Long Range Solution

Outdoor Series

* All specifications are subject to change without notice. BACK TO CONTENTS
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Model AT-CAB-001/AT-CAS-001 AT-CAB-002 AT-SUN-001 AT-SUN-002 AT-SWH-000

Type Cabinet Cabinet Accessories

Description Cabinet/Cabinet for Speed dome 
(SD936X)

Side-mount Bracket for HLG Series Power 
Supply Sunshield for AT-CAx Series Cabinet Sunshield for AT-CAx + AT-CAB-002 

Cabinet Power Safety Kit

Model AT-SWH-002 AT-PSP-001 AT-WPC-001/ AT-WPC-002 AM-314/ AM-414 MDR-10-12

Type Cabinet Accessories Industrial DIN-Rail Power Supply

Description Door Open/Close Detection Switch PoE Surge Protector M16 Cable Gland for 4~7mm AWG/ for 
Corrugated Tubing : 5/16"  Pole Mount/ Corner Mount Adapter Indoor Industrial Din Rail, 12VDC/10W, 

-20°C ~ 70°C

Model NDR-75-48 NDR-120-48/ NDR-240-48 DRL-48V120W1EN DRL-48V240W1EN HLG-60H-24

Type Industrial DIN-Rail Power Supply Industrial Wall Mount Power Supply

Description Indoor Industrial Din Rail, 
48~55VDC/75W, -20°C ~ 70°C

Indoor Industrial Din Rail, 
48~55VDC/120W & 240W, 

 -20°C ~ 70°C

Indoor Industrial DIN Rail, 
43.2-52.8VDC/120W Out, 

-30°C to +70°C (-40°C Cold Start)

Indoor Industrial DIN Rail, 
43.2-52.8VDC/240W Out, 

-30°C to +70°C (-40°C Cold Start)

Outdoor Industrial, 24VDC/60W,  
-40°C ~ 70°C, IP67

PoE Accessories

PoE Network Products

* All specifications are subject to change without notice.
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Model HLG-80H-24/HLG-80H-48 HLG-80H-54 HLG-120H-24/HLG-120H-48 HLG-120H-54 HLG-240H-24/HLG-240H-54

Type Industrial Wall Mount Power Supply

Description Outdoor Industrial, 24VDC/80W or 
48VDC/80W, -40°C ~ 70°C, IP67

Outdoor Industrial, 54VDC/80W,  
-40°C ~ 70°C, IP67

Outdoor Industrial, 24VDC/120W or 
48VDC/120W, -40°C ~ 70°C, IP67

Outdoor Industrial, 54VDC/120W, 
-40°C ~ 70°C, IP67

Outdoor Industrial, 24VDC/240W or 
54VDC/240W, -40°C ~ 70°C, IP67

Model AA-352 SFP-1000-MM85-X5 SFP-1000-MM13-02 SFP-1000-SM13-10/40 SFP-1000-MM85-X5I

Type Outdoor Power Box SFP Transceiver

Description IP67, IK10, 24VAC/6A, -40°C ~ 60°C 1.25G Multi-Mode SFP, 850nm, 0.5KM, 
0°C ~ 70°C

1.25G Multi-Mode SFP,LC, 1310nm, 2KM, 
0°C ~ 70°C

1.25G Single-Mode SFP, LC, 1310nm, 
10KM or 40KM, 0°C ~ 70°C

Industrial 1.25G Multi-Mode SFP, LC, 
850nm, 0.5KM, -40°C ~ 85°C 

Model SFP-1000-MM13-02I SFP-1000-SM13-10I/40I SFP-1000-CPTX-X1/X1I SFP-2000-MM85-X3 SFP-2000-SM13-10

Type SFP Transceiver SFP+ Transceiver

Description Industrial 1.25G Multi-Mode SFP, LC, 
1310nm, 2KM, -40°C ~ 85°C 

Industrial 1.25G Single-Mode SFP, LC, 
1310nm, 10KM/40KM,  

-40°C ~ 85°C 

1000BaseT, SFP to RJ45, 100M, 
0°C ~ 70°C / -40°C ~ 85°C

10G Multi-Mode SFP+, LC, 850nm, 0.3KM, 
0°C ~ 70°C

10G Single-Mode SFP+, LC, 1310nm, 
10KM, 0°C ~ 70°C

* All specifications are subject to change without notice. BACK TO CONTENTS



121

System

Cameras per server 32 128 320

Substations per CMS site 0 0 700

ND/ NV per CMS site 0 Unrestricted (Total camera number cannot exceed 128) 700

Cameras per CMS site 32 128 22400

Number of clients 5 20 200

Number of user accounts 4096 4096 4096

Supported OS Windows Windows Windows, Virtual Machine

Device Support

Supported Camera VIVOTEK VIVOTEK, ONVIF, RTSP VIVOTEK, ONVIF, RTSP

Supported NVR - VIVOTEK Embedded NVR VIVOTEK Embedded NVR
VIVOTEK VSS PRO NVR

External Devices – Joystick - V V

External Devices - Wiegand Converter - V V

External Devices - Network Audio - V V

Basic Function

Live view V V V

Recording V V V

Playback V V V

Key Features

Alarms - V V

E-map - V V

Smart Search I & II - V V

Attribute Search - V V

Scene Search - V V

Re-Search - - V

User Defined Role - - V

Vidoe Encryption - - V

GIS/ GPS - - V

Video Management Software

* All specifications are subject to change without notice.
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VSS License Table

Basic Features

Camera Free
(Max. 32 CH VIVOTEK Camera)

1 VSS Std Camera License per CH 
8 CH complimentary license

(Max. 128 CH)

1 VSS Pro Camera License per CH
0 CH complimentary license

ND/NV NVR ● V
(1 VSS Embedded NVR License per CH)

NR NVR - V
(Half VSS Pro licenses embedded in NR) 

Advanced 
Features

Upgrade to VSS PRO V
(Purchase VSS Std or VSS Pro)

V
(Purchase Std-to-Pro upgrade license to VSS Pro) ●

Virtual Matrix - - ●
Failover Substation - - ●
Failover CMS - - ●
Data Magnet - ● ●
TCP - ● ●
Extension - ● ●
GIS - - ●
GPS - - ●

Integration

Data Magnet - V V

TCP Message - V V

Client Supported

MacOS Client V V V

Matrix - - V

iViewer V V V

Substation Compatibility

ND - V V

NV - V V

NR (VSS Pro) - - V 

VSS Pro - - V

Failover

CMS Failover - - V

Substation Failover - - V

* All specifications are subject to change without notice. BACK TO CONTENTS


